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This paper describes a modification to the traditional Griffith energy balance as used in linear elastic fracture mechanics (LEFM). The modification involves using a finite amount of crack extension (Δa) instead of an infinitesimal extension (da) when calculating the energy release rate. We propose to call this method finite fracture mechanics (FFM). This leads to a change in the Griffith equation for brittle fracture, introducing a new term Δa/2: we denote this length as L and assume that it is a material constant. This modification is extremely useful because it allows LEFM to be used to make predictions in two situations in which it is normally invalid: short cracks and notches. It is shown that accurate predictions can be made of both brittle fracture and fatigue behaviour for short cracks and notches in a range of different materials. The value of L can be expressed as a function of two other material constants: the fracture toughness Kc (or threshold ΔKth in the case of fatigue) and an inherent strength parameter σ0. For the particular cases of fatigue-limit prediction in metals and brittle fracture in ceramics, it is shown that σ0 coincides directly with the ultimate tensile strength (or, in fatigue, the fatigue limit), as measured on plain, unnotched specimens. For brittle fracture in polymers and metals, in which larger amounts of plasticity precede fracture, the approach can still be used but σ0 takes on a different value, higher than the plain-specimen strength, which can be found from experimental data. Predictions can be made very easily for any problem in which the stress intensity factor, K is known as a function of crack length. Furthermore, it is shown that the predictions of this method, FFM, are similar to those of a method known as the line method (LM) in which failure is predicted based on the average stress along a line drawn ahead of the crack or notch.



The fracture mechanics of finite crack extension / Taylor, D.; Cornetti, Pietro; Pugno, Nicola. - In: ENGINEERING FRACTURE MECHANICS. - ISSN 0013-7944. - STAMPA. - 72:7(2005), pp. 1021-1038. [10.1016/j.engfracmech.2004.07.001]





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			The fracture mechanics of finite crack extension

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


TAYLOR D.;CORNETTI, PIETRO;PUGNO, Nicola

	
		
		
	



			2005

			

			
				Abstract

				This paper describes a modification to the traditional Griffith energy balance as used in linear elastic fracture mechanics (LEFM). The modification involves using a finite amount of crack extension (Δa) instead of an infinitesimal extension (da) when calculating the energy release rate. We propose to call this method finite fracture mechanics (FFM). This leads to a change in the Griffith equation for brittle fracture, introducing a new term Δa/2: we denote this length as L and assume that it is a material constant. This modification is extremely useful because it allows LEFM to be used to make predictions in two situations in which it is normally invalid: short cracks and notches. It is shown that accurate predictions can be made of both brittle fracture and fatigue behaviour for short cracks and notches in a range of different materials. The value of L can be expressed as a function of two other material constants: the fracture toughness Kc (or threshold ΔKth in the case of fatigue) and an inherent strength parameter σ0. For the particular cases of fatigue-limit prediction in metals and brittle fracture in ceramics, it is shown that σ0 coincides directly with the ultimate tensile strength (or, in fatigue, the fatigue limit), as measured on plain, unnotched specimens. For brittle fracture in polymers and metals, in which larger amounts of plasticity precede fracture, the approach can still be used but σ0 takes on a different value, higher than the plain-specimen strength, which can be found from experimental data. Predictions can be made very easily for any problem in which the stress intensity factor, K is known as a function of crack length. Furthermore, it is shown that the predictions of this method, FFM, are similar to those of a method known as the line method (LM) in which failure is predicted based on the average stress along a line drawn ahead of the crack or notch.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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