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Catalytic traps for diesel particulate removal are multifunctional reactors coupling filtration and catalytic combustion of soot. This paper reviews the most recent developments carried out at Politecnico di Torino concerning two different trap types: zirconia-toughened-alumina foams catalysed with Cs-V catalysts, operating according to a deep filtration mechanism, and cordierite or SiC wall-flow filters catalysed with perovskite catalysts (e.g. LaCr 0.9O3), enabling shallow-bed filtration. The preparation and characterisation of these two trap types are described and the performance of the traps (filtration efficiency, pressure drops, etc.) evaluated on a diesel engine bench under various operating conditions. A final critical assessment points out that most chances of practical application in mobile sources lie in wall-flow type traps for their superior filtration efficiency (greater than 95%) and their compatibility with active trap regeneration means (e.g. fuel post-injection) that can occasionally rise on purpose the exhaust gas temperature to accelerate the catalytic combustion of trapped soot. Conversely, completely passive solutions based on deep filtration catalytic traps show only promise for stationary applications at temperatures higher than 350°C, due to insufficient catalyst activity at lower temperatures.
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				Catalytic traps for diesel particulate removal are multifunctional reactors coupling filtration and catalytic combustion of soot. This paper reviews the most recent developments carried out at Politecnico di Torino concerning two different trap types: zirconia-toughened-alumina foams catalysed with Cs-V catalysts, operating according to a deep filtration mechanism, and cordierite or SiC wall-flow filters catalysed with perovskite catalysts (e.g. LaCr 0.9O3), enabling shallow-bed filtration. The preparation and characterisation of these two trap types are described and the performance of the traps (filtration efficiency, pressure drops, etc.) evaluated on a diesel engine bench under various operating conditions. A final critical assessment points out that most chances of practical application in mobile sources lie in wall-flow type traps for their superior filtration efficiency (greater than 95%) and their compatibility with active trap regeneration means (e.g. fuel post-injection) that can occasionally rise on purpose the exhaust gas temperature to accelerate the catalytic combustion of trapped soot. Conversely, completely passive solutions based on deep filtration catalytic traps show only promise for stationary applications at temperatures higher than 350°C, due to insufficient catalyst activity at lower temperatures.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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