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The speedup of a switch is the factor by which the switch, and hence the memory used in the switch, runs faster compared to the line rate. In high-speed switches, line rates are already touching limits at which memory can operate. In this scenario, it is very important for a switch to run at as low a speedup as possible.
In the past, it has been shown that 100% throughput can be achieved for any admissible traffic for an input queued (IQ) switch [IEEE Trans. Commun. 47 (8) (1999) 1260; The throughput of data switches with and without speedup, in: Proceedings of the IEEE INFOCOM’00, vol. 2, Tel Aviv, Israel, March 2000, pp. 556–564] at speedup 1. This gives finite average delays but does not guarantee control on packet delays. In [IEEE J. Sel. Areas Commun. 17 (6) (1999) 1030], authors show that a combined input–output queued (CIOQ) switch can emulate perfectly an output queued (OQ) switch at a speedup of 2 and, thus, control the packet delays. This motivates the study of possibility of obtaining delay control at speedup less than 2. To guarantee optimal control of delays for a general class of traffic, as shown in [3], speedup 2 is necessary. Hence, to obtain control of delays at lower speedup, we need to restrict the class of arrival traffics. In this paper, we study the speedup requirement for a class of admissible traffic, which we will denote as (1, nF)-regulated traffic, with parameters n and F . We obtain the necessary speedup for this class of traffic. Further, we present a general class of algorithms working at the necessary speedups and providing bounded delays.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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