Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	1 Contributo su Rivista
	1.1 Articolo in rivista


	



















































	
	
		
		
	









We examine the results of the characterization made on two MSWI bottom ash release test carried out on sample representative of six months of plant operation.
Beyond the mineralogical, chemical, and particle-size characterization, we investigate in detail the release of heavy metals, both by first level characterization with pH static test and by II level compliance test. 
The release was estimated also on the single dimensional class fraction. The behaviour of two ashes is similar and the influence of different total metals quantity is sensible only at the extreme values pH. The effect of the pH is much obvious for the amphoteric metals (Al, Pb, Zn) whereas the particle-size is the only macroscopic factor that influence the release of Cu. The final pH of the leach ate is function of the dimensional class considered and the leaching test. We even observe some change in the release with distilled water (test UNI 10802) between the humid ash, as taken just after quenching in water, and the ash let exposed to the air for a time in between some hours to weeks. For the lead there is a strong drop of the final concentration of the leachate. We interpret this effect with carbonation of the bottom ash.
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				We examine the results of the characterization made on two MSWI bottom ash release test carried out on sample representative of six months of plant operation.
Beyond the mineralogical, chemical, and particle-size characterization, we investigate in detail the release of heavy metals, both by first level characterization with pH static test and by II level compliance test. 
The release was estimated also on the single dimensional class fraction. The behaviour of two ashes is similar and the influence of different total metals quantity is sensible only at the extreme values pH. The effect of the pH is much obvious for the amphoteric metals (Al, Pb, Zn) whereas the particle-size is the only macroscopic factor that influence the release of Cu. The final pH of the leach ate is function of the dimensional class considered and the leaching test. We even observe some change in the release with distilled water (test UNI 10802) between the humid ash, as taken just after quenching in water, and the ash let exposed to the air for a time in between some hours to weeks. For the lead there is a strong drop of the final concentration of the leachate. We interpret this effect with carbonation of the bottom ash.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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