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This paper describes design and test of a new impedance measurement system for non-linear devices that exhibits a seven decade range and works down to a frequency of 0.01 Hz. The system is specifically designed for electrochemical measurements so that it can work with a few millivolt stimuli still compensating electrochemical voltages of several volts, but the proposed architecture can be employed in many other fields where a flexible signal generation and analysis is required. The system employs an unconventional signal generator based on two PWM oscillators and an autocalibration system that allows uncertainties of less than 3% to be obtained over a range of 1 kΩ to 100 GΩ A synchronous demodulation processing allows the noise superposed to the low amplitude of the employed signals to be made negligible. The proposed system is able to work both as a stand-alone device or in connection with a personal computer. In this latter case, thanks to the instrument internal architecture, the personal computer can set almost any parameter, has access to the raw acquired data and can implement new data processing and analyses.



Hand Held Impedance Measurement System with Seven Decade Capability and Potentiostatic Function / Carullo, Alessio; Corbellini, Simone; Ferraris, Franco; Parvis, Marco; Vallan, Alberto; Angelini, EMMA PAOLA MARIA VIRGINIA; Grassini, Sabrina; Gallone, V.. - STAMPA. - 1:(2004), pp. 387-391. (Intervento presentato al  convegno 21st IEEE Instrumentation and Measurement Technology Conference, IMTC/04 tenutosi a Como, Italy nel 18-20 May 2004) [10.1109/IMTC.2004.1351070].
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				This paper describes design and test of a new impedance measurement system for non-linear devices that exhibits a seven decade range and works down to a frequency of 0.01 Hz. The system is specifically designed for electrochemical measurements so that it can work with a few millivolt stimuli still compensating electrochemical voltages of several volts, but the proposed architecture can be employed in many other fields where a flexible signal generation and analysis is required. The system employs an unconventional signal generator based on two PWM oscillators and an autocalibration system that allows uncertainties of less than 3% to be obtained over a range of 1 kΩ to 100 GΩ A synchronous demodulation processing allows the noise superposed to the low amplitude of the employed signals to be made negligible. The proposed system is able to work both as a stand-alone device or in connection with a personal computer. In this latter case, thanks to the instrument internal architecture, the personal computer can set almost any parameter, has access to the raw acquired data and can implement new data processing and analyses.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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