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The recent shift towards wire pipelining (WP) mandated by technological factors has attracted attention towards latency-controlled floorplanning, However, no systematic study has been published so far that takes into account block and logic delay limitations. The present work aims at filling the gap by showing that block delay can limit and possibly prevent any real gain WP might promise, Recurring to adaptive WP schemes, on the other hand, allows relevant gains. We built a floorplanner that optimizes for maximum data rate, taking into account various models of block delay, and compares them to the optimal results obtained when no wire pipelining is employed. Experiments with suitable floorplanning benchmarks and case studies are performed to substantiate theoretical intuitions.



Floorplan assisted data rate enhancement through wire pipelining: a real assessment / Casu, MARIO ROBERTO; Macchiarulo, Luca. - STAMPA. - (2005), pp. 121-128. (Intervento presentato al  convegno International Symposium on Physical Design (ISPD) tenutosi a San Francisco (CA, USA) nel 3-6 April 2005) [10.1145/1055137.1055163].
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				Abstract

				The recent shift towards wire pipelining (WP) mandated by technological factors has attracted attention towards latency-controlled floorplanning, However, no systematic study has been published so far that takes into account block and logic delay limitations. The present work aims at filling the gap by showing that block delay can limit and possibly prevent any real gain WP might promise, Recurring to adaptive WP schemes, on the other hand, allows relevant gains. We built a floorplanner that optimizes for maximum data rate, taking into account various models of block delay, and compares them to the optimal results obtained when no wire pipelining is employed. Experiments with suitable floorplanning benchmarks and case studies are performed to substantiate theoretical intuitions.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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