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This paper summarises the results of a CRAFT project investigating the influence of casting defects
on material properties for a high pressure die cast aluminium alloy. Defects consist in gas and
shrinkage pores as well as cold fills, dross and alumina skins. Static and fatigue tests are run on
standard specimens and production components. For the specimens, the influence is
straightforward, while for components no significant difference was found between batches of
components, judged as “acceptable” and “non acceptable” by the quality inspection within the
foundry. Fatigue testing showed four different fracture regions; two corresponding to a region of
high stress as indicated by a FEM simulation. For the other two regions of failure, voids or oxide
layers of significant dimensions were observed on the fracture regions. These regions corresponded
to regions of last solidification; moreover, for these regions, simulation of the casting process
pointed out the presence of tensile residual stresses inside the cast components.



Casting defects vs durability: a sensitivity analysis on die cast aluminium alloy specimens and components / Avalle, Massimiliano; Belingardi, Giovanni; Cavatorta, Maria Pia; Doglione, R.. - (2002), pp. 111-118. (Intervento presentato al  convegno HIGH TECH DIECASTING nel 22 FEBRUARY 2002).
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				Abstract

				This paper summarises the results of a CRAFT project investigating the influence of casting defects
on material properties for a high pressure die cast aluminium alloy. Defects consist in gas and
shrinkage pores as well as cold fills, dross and alumina skins. Static and fatigue tests are run on
standard specimens and production components. For the specimens, the influence is
straightforward, while for components no significant difference was found between batches of
components, judged as “acceptable” and “non acceptable” by the quality inspection within the
foundry. Fatigue testing showed four different fracture regions; two corresponding to a region of
high stress as indicated by a FEM simulation. For the other two regions of failure, voids or oxide
layers of significant dimensions were observed on the fracture regions. These regions corresponded
to regions of last solidification; moreover, for these regions, simulation of the casting process
pointed out the presence of tensile residual stresses inside the cast components.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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