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We present a technique to enhance real-time video transmissions over 802.11-based ad hoc networks. We propose to limit the coverage of the error detection mechanism to the most error sensitive bit class contained in video packets. Packets are retransmitted only if errors affect those bits, instead of retransmitting all corrupted packets irrespective of error positions. The expectation was that the negative effects of errors in the less sensitive bits should be more than adequately counterbalanced by the lower number of discarded video packets. Moreover, the lower number of retransmissions should reduce network load, with positive effects on all the transmissions. We simulated the transmission of H.264 video over an ad hoc scenario with a varying number of relay nodes using ns with experimental bit error traces. Results show consistent video quality improvements (up to 1 dB PSNR) as well as network load reduction with respect to state-of-the-art techniques, such as unequal error protection based on different retry limits.



MAC-level partial checksum for H.264 video transmission over 802.11 ad hoc wireless networks / Masala, Enrico; M., Bottero; DE MARTIN, JUAN CARLOS. - STAMPA. - 5:(2005), pp. 2865-2868. (Intervento presentato al  convegno IEEE 61st Semiannual Vehicular Technology Conference (VTC) tenutosi a Stockholm, Sweden nel May-June 2005) [10.1109/VETECS.2005.1543870].
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				Abstract

				We present a technique to enhance real-time video transmissions over 802.11-based ad hoc networks. We propose to limit the coverage of the error detection mechanism to the most error sensitive bit class contained in video packets. Packets are retransmitted only if errors affect those bits, instead of retransmitting all corrupted packets irrespective of error positions. The expectation was that the negative effects of errors in the less sensitive bits should be more than adequately counterbalanced by the lower number of discarded video packets. Moreover, the lower number of retransmissions should reduce network load, with positive effects on all the transmissions. We simulated the transmission of H.264 video over an ad hoc scenario with a varying number of relay nodes using ns with experimental bit error traces. Results show consistent video quality improvements (up to 1 dB PSNR) as well as network load reduction with respect to state-of-the-art techniques, such as unequal error protection based on different retry limits.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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