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This paper presents a study on the efficiency of packet switching in providing toll quality telephone services. Packet switching is appealing for the implementation of a commercial telephone network because it features lower cost and higher manageability than circuit switching, and enables integration of real-time and non real-time services. This work compares the real-time efficiency of packet switching and circuit switching, i.e., the volume of voice traffic being guaranteed deterministic quality related to the amount of network resources used. For this purpose, we developed a call level simulator which allows a general topology network to be studied. The simulator performs call admission control according to the availability of the resources required to provide a deterministic delay bound for each call. Statistical data on accepted and rejected calls are the simulation output.
Results show that packet size - possibly constrained by the protocol in use - is a key factor in determining the real-time efficiency. The packet size which maximizes real-time efficiency is devised analytically.



On the Efficiency of Packet Telephony / Baldi, Mario; Bergamasco, D.; Risso, FULVIO GIOVANNI OTTAVIO. - (1999). (Intervento presentato al  convegno 7th IFIP International Conference on Telecommunication Systems (ICTS 99) tenutosi a Nashville (TN) nel March 18-21, 1999).
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				Abstract

				This paper presents a study on the efficiency of packet switching in providing toll quality telephone services. Packet switching is appealing for the implementation of a commercial telephone network because it features lower cost and higher manageability than circuit switching, and enables integration of real-time and non real-time services. This work compares the real-time efficiency of packet switching and circuit switching, i.e., the volume of voice traffic being guaranteed deterministic quality related to the amount of network resources used. For this purpose, we developed a call level simulator which allows a general topology network to be studied. The simulator performs call admission control according to the availability of the resources required to provide a deterministic delay bound for each call. Statistical data on accepted and rejected calls are the simulation output.
Results show that packet size - possibly constrained by the protocol in use - is a key factor in determining the real-time efficiency. The packet size which maximizes real-time efficiency is devised analytically.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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