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Ultrasonic pulse velocity measurements (UPV) could be a valid non-destructive test method to evaluate the decay of stone. In fact, this method only needs a portable instrument connected to laptop, short time of execution and, overall, it doesn’t cause damage to stone: so it can be used to evaluate the weathering variation performing the measurements on the same stone surface at different times both on monuments and buildings and on the same specimens in laboratory.
To appreciate the decay of stone after repeated series of measurements, the influence of the error on the results of the UPV measurements connected with the weathering degree needs to be evaluate. Many tests have been performed on artificially decayed specimens. The aim of this work is to evaluate the influence of the error on the UPV measurements, taking into account the parameters conditioning the results, that is to say the dimensions and the time measurements accuracy. 
In the direct method, the influence of the weathering degree on first arrival time was studied in order to know when alteration can be evaluate.



About accuracy on ultrasonic measurements on stone / Marini, Paola; Bellopede, Rossana; Manfredotti, Lucia. - STAMPA. - II:(2004), pp. 659-666. (Intervento presentato al  convegno 10th International Congress on Deterioration and Conservation of Stone tenutosi a Stoccolma nel 27 Giugno - 2 Luglio 2004).
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				Abstract

				Ultrasonic pulse velocity measurements (UPV) could be a valid non-destructive test method to evaluate the decay of stone. In fact, this method only needs a portable instrument connected to laptop, short time of execution and, overall, it doesn’t cause damage to stone: so it can be used to evaluate the weathering variation performing the measurements on the same stone surface at different times both on monuments and buildings and on the same specimens in laboratory.
To appreciate the decay of stone after repeated series of measurements, the influence of the error on the results of the UPV measurements connected with the weathering degree needs to be evaluate. Many tests have been performed on artificially decayed specimens. The aim of this work is to evaluate the influence of the error on the UPV measurements, taking into account the parameters conditioning the results, that is to say the dimensions and the time measurements accuracy. 
In the direct method, the influence of the weathering degree on first arrival time was studied in order to know when alteration can be evaluate.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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