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The THELMA (Thermal-Hydraulic-ELectro-MAgnetic)
code has been developed with the aim of simulating the
main aspects of superconductors to be used in the coils of the International Thermonuclear Experimental Reactor (ITER). An application of the code is presented here, where THELMA is used to simulate a single strand by considering, as cable elements, groups of superconducting (SC) filaments and the corresponding portion of the resistive matrix. This approach is used to reproduce the voltage-current characteristic of a Nb3Sn bronze route strand when subject to a bending mechanical load. Attention is focused particularly on the effect of the applied mechanical load on the critical current, which is considered a relevant item in the explanation of the degradation of the coil  perrformance  observed in several ITER Model and Insert Coil experiments. The longitudinal strain of the SC filaments is calculated by means of a composite beam model of the strand, taking into account the nonlinear, temperature-dependent material characteristics of the components. The whole load history is simulated, computing first the thermal strain due to cool-down, and then the mechanical strain due to the bending at 4.2 K.



THELMA Code Analysis of Bronze Route Nb3Sn Strand Bending Effect on Ic / Ribani, P. L.; Boso, D. P.; Lefik, M; Nunoya, Y; Savoldi, Laura; Schrefler, B. A.; Zanino, Roberto. - In: IEEE TRANSACTIONS ON APPLIED SUPERCONDUCTIVITY. - ISSN 1051-8223. - 16:(2006), pp. 860-863.
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				Abstract

				The THELMA (Thermal-Hydraulic-ELectro-MAgnetic)
code has been developed with the aim of simulating the
main aspects of superconductors to be used in the coils of the International Thermonuclear Experimental Reactor (ITER). An application of the code is presented here, where THELMA is used to simulate a single strand by considering, as cable elements, groups of superconducting (SC) filaments and the corresponding portion of the resistive matrix. This approach is used to reproduce the voltage-current characteristic of a Nb3Sn bronze route strand when subject to a bending mechanical load. Attention is focused particularly on the effect of the applied mechanical load on the critical current, which is considered a relevant item in the explanation of the degradation of the coil  perrformance  observed in several ITER Model and Insert Coil experiments. The longitudinal strain of the SC filaments is calculated by means of a composite beam model of the strand, taking into account the nonlinear, temperature-dependent material characteristics of the components. The whole load history is simulated, computing first the thermal strain due to cool-down, and then the mechanical strain due to the bending at 4.2 K.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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