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A method for the localization of small scales in turbulent velocity fields is proposed. The method is based on the definition of a function f of the
velocity and vorticity fields that reproduces a normalized form of the twisting-stretching term of the Helmholtz equation. By means of this method
the equations of motion can be selectively filtered in regions that are rich in small scale motions. The method is applied through a criterion built
on a statistical link between the function f and a local property of the turbulence that was derived from the analysis a homogeneous and isotropic high Reynolds number (Reλ = 280) turbulence field. The localization criterion is independent of the subgrid scale model used in a possible Large Eddy Simulation carried out after the small scale localization is obtained. This extends the typology of possible applications to the analysis of experimental laboratory data. In case of compressible regimes, a second sensor that depends on the local pressure variation and divergence can be associated to the previous one in order to determine the eventual emergence of shocks. The capture of shocks is made possible by suppressing the
subgrid terms where this second sensor indicates the presence of a shock.   A priori tests were carried out on the turbulent channel flow, Reλ = 180 and 590, to validate the localization procedure in a highly inhomogeneous flow configuration. A second set of a priori test was carried out on a turbulent time decay which reproduces a few hydrodynamical properties of high Reynolds number hypersonic jets which exist in the Universe.



Small scale localization in turbulent flows. A priori tests applied to a possible Large eddy Simulation of compressible turbulent fllows / Tordella, Daniela; Iovieno, Michele; Massaglia, S.. - In: COMPUTER PHYSICS COMMUNICATIONS. - ISSN 0010-4655. - 176:(2007), pp. 539-549. [10.1016/j.cpc.2006.12.004]
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				Abstract

				A method for the localization of small scales in turbulent velocity fields is proposed. The method is based on the definition of a function f of the
velocity and vorticity fields that reproduces a normalized form of the twisting-stretching term of the Helmholtz equation. By means of this method
the equations of motion can be selectively filtered in regions that are rich in small scale motions. The method is applied through a criterion built
on a statistical link between the function f and a local property of the turbulence that was derived from the analysis a homogeneous and isotropic high Reynolds number (Reλ = 280) turbulence field. The localization criterion is independent of the subgrid scale model used in a possible Large Eddy Simulation carried out after the small scale localization is obtained. This extends the typology of possible applications to the analysis of experimental laboratory data. In case of compressible regimes, a second sensor that depends on the local pressure variation and divergence can be associated to the previous one in order to determine the eventual emergence of shocks. The capture of shocks is made possible by suppressing the
subgrid terms where this second sensor indicates the presence of a shock.   A priori tests were carried out on the turbulent channel flow, Reλ = 180 and 590, to validate the localization procedure in a highly inhomogeneous flow configuration. A second set of a priori test was carried out on a turbulent time decay which reproduces a few hydrodynamical properties of high Reynolds number hypersonic jets which exist in the Universe.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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