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In this paper, we report the synthesis and characterisation of novel methacrylic based polymer electrolyte membranes for lithium batteries. The
method adopted for preparing the solid polymer electrolyte was the UV-curing process, which is well known for being easy, low cost, fast and
reliable. It consists of a free radical photo polymerisation of poly-functional monomers: Bisphenol A ethoxylate (15 EO/phenol) dimethacrylate
(BEMA) was chosen, as it can readily form ﬂexible 3D networks and has long poly-ethoxy chains which can enhance the movement of Li+-ions
inside the polymer matrix. The preliminary results reported here refer to systemswhere LiPF6 solutions swelled the preformed polymermembranes.
The tests on the conductivity, stability and cyclability of the membranes put in evidence the importance of the polymerisation in presence of
mono-methacrylates acting as reactive diluents. Good values of ionic conductivity have been found, especially at ambient temperature. Much
better results can be expected by choosing an appropriate mono-methacrylate to modify the polymeric membrane properties and by modifying the methodology of Li+-ions incorporation inside the polymer matrix.



UV-cured methacrylic membranes as novel gel–polymer electrolyte for Li-ion batteries / Nair, JIJEESH RAVI; Gerbaldi, Claudio; Meligrana, Giuseppina; Bongiovanni, Roberta Maria; Bodoardo, Silvia; Penazzi, Nerino; Reale, P; Gentili, V.. - In: JOURNAL OF POWER SOURCES. - ISSN 0378-7753. - 178:(2008), pp. 751-757. [10.1016/J.JPOWSOUR.2007.08.004]
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The tests on the conductivity, stability and cyclability of the membranes put in evidence the importance of the polymerisation in presence of
mono-methacrylates acting as reactive diluents. Good values of ionic conductivity have been found, especially at ambient temperature. Much
better results can be expected by choosing an appropriate mono-methacrylate to modify the polymeric membrane properties and by modifying the methodology of Li+-ions incorporation inside the polymer matrix.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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