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Polymer layered silicate nanocomposites can be obtained using severalmethods. In thiswork in situ intercalative
polymerisation is applied together with the ultraviolet (UV)-curing technique to produce hybrid
materials in form of films. With this approach polymeric thermoset matrices can be obtained through a fast
and environmentally safe process. Organophilic clays have been dispersed in UV-curable epoxy oligomers
by ultrasonication. The suspension was added with a diol to improve curing kinetics and final conversion.
The organic–inorganic hybrids obtained have been characterised by means of different techniques. The
liquid resin mixed with clay and diol has been rheologically characterised in the linear viscoelastic region.
In the presence of clays the epoxy monomer, which normally behaves as a Newtonian liquid, develops a
solid-like behaviour in the low-frequency region. The diol addition determines an increase in the plateau
modulus suggesting a better dispersion of the clay within the matrix.



Nanocomposite UV-cured coatings: Organoclay intercalation by an epoxy resin / Ceccia, Simona; Turcato, Elisa Aurelia; Maffettone, P. L.; Bongiovanni, Roberta Maria. - In: PROGRESS IN ORGANIC COATINGS. - ISSN 0300-9440. - 63/1:(2008), pp. 110-115. [10.1016/j.porgcoat.2008.04.012]
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				Abstract

				Polymer layered silicate nanocomposites can be obtained using severalmethods. In thiswork in situ intercalative
polymerisation is applied together with the ultraviolet (UV)-curing technique to produce hybrid
materials in form of films. With this approach polymeric thermoset matrices can be obtained through a fast
and environmentally safe process. Organophilic clays have been dispersed in UV-curable epoxy oligomers
by ultrasonication. The suspension was added with a diol to improve curing kinetics and final conversion.
The organic–inorganic hybrids obtained have been characterised by means of different techniques. The
liquid resin mixed with clay and diol has been rheologically characterised in the linear viscoelastic region.
In the presence of clays the epoxy monomer, which normally behaves as a Newtonian liquid, develops a
solid-like behaviour in the low-frequency region. The diol addition determines an increase in the plateau
modulus suggesting a better dispersion of the clay within the matrix.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	[image: Logo CINECA]
	
 Copyright © 2024 

