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The aim of the present project is the design of optimal flight trajectories for an automomous aerial vehicle which is expected to reach the desired locations in the operational environment expressed in terms of planned waypoints. The navigation must be performed with the vehicle’s best effort, i.e. with the lowest cost. Hence, we want to minimize the input energy, a function of the inputs for the mathematical model which describes the dynamics of the vehicle. The trajectory must satisfy all the constraints and pass through all the planned waypoints. Assuming the vehicle as a point mass model, the best solution has been investigated through a genetic algorithm search procedure. The optimisation problem has been solved by modifying a micro-genetic algorithm software which was initially developed by D.L. Carroll. Between all the possible trajectories we select the more “realistic” connections among the waypoints. First of all, we have left out the trajectories with discontinuity in the derivatives as these are not feasible by the real aircraft. The polynomial spline is a suitable candidate to solve our problem. The algorithm splits the trajectory in sub-trajectories which join a sequence of three waypoints. Starting from the first three waypoints, the following sub-trajectories are superimposed keeping the first waypoint coincident with the last of the previous sub-trajectory. The sequence of polynomials is initialized assuming that jumps in the direction of flight are avoided pointing the heading angle in the presumed direction of flight. The optimal trajectory is a trade-off amongst three factors: the required energy cost, the minimum distance from the required waypoint and the feasibility of the trajectory. Results obtained with this optimization procedure are presented.



Optimal Trajectory Tracking for an Autonomous UAV / Guglieri, Giorgio; Quagliotti, F; Speciale, G.. - In: AUTOMATIC CONTROL IN AEROSPACE. - ISSN 1974-5168. - 1:(2008), pp. 1-9.
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				The aim of the present project is the design of optimal flight trajectories for an automomous aerial vehicle which is expected to reach the desired locations in the operational environment expressed in terms of planned waypoints. The navigation must be performed with the vehicle’s best effort, i.e. with the lowest cost. Hence, we want to minimize the input energy, a function of the inputs for the mathematical model which describes the dynamics of the vehicle. The trajectory must satisfy all the constraints and pass through all the planned waypoints. Assuming the vehicle as a point mass model, the best solution has been investigated through a genetic algorithm search procedure. The optimisation problem has been solved by modifying a micro-genetic algorithm software which was initially developed by D.L. Carroll. Between all the possible trajectories we select the more “realistic” connections among the waypoints. First of all, we have left out the trajectories with discontinuity in the derivatives as these are not feasible by the real aircraft. The polynomial spline is a suitable candidate to solve our problem. The algorithm splits the trajectory in sub-trajectories which join a sequence of three waypoints. Starting from the first three waypoints, the following sub-trajectories are superimposed keeping the first waypoint coincident with the last of the previous sub-trajectory. The sequence of polynomials is initialized assuming that jumps in the direction of flight are avoided pointing the heading angle in the presumed direction of flight. The optimal trajectory is a trade-off amongst three factors: the required energy cost, the minimum distance from the required waypoint and the feasibility of the trajectory. Results obtained with this optimization procedure are presented.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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