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The aim of this study is to find the optimal structural geometry of the front crash member of a car of minimal mass that optimally satisfies all operational conditions. The mechanical domains that have been considered are crash, acoustic (dynamic) and static. They are
summed up by 9 objective functions, resulting in a 10-objective optimization
problem. However, this problem is further turned into minimizing the mass while maximizing the internal energy (crash objective), subject to constraints on the 8 objectives that arise from the acoustic and static domains. The dimension ofthe objective space of this constrained problem
is much lower than that ofthe original 10-objective problem. This significantly reduces convergence time, while decreasing decision making efforts among solutions obtained though pareto-based multiobjective
optimization. 
Nevertheless, since the computation of the structural responses is based on a very time-consuming FEM crash analysis, direct computation of the fitness within an evolutionary algorithm is impossible. The response
of car front members is computed using an approximative evaluation
that had been identified during the BE96-3046 European project (CE)2: Computer Experiments for Concurrent Engineering.
Thanks to this approximation, very good results are obtained in a reasonable time using a Pareto elitist evolutionary algorithm based on NSGA-II
ideas, combined with an infeasibility objective approach for constraint handling.
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				The aim of this study is to find the optimal structural geometry of the front crash member of a car of minimal mass that optimally satisfies all operational conditions. The mechanical domains that have been considered are crash, acoustic (dynamic) and static. They are
summed up by 9 objective functions, resulting in a 10-objective optimization
problem. However, this problem is further turned into minimizing the mass while maximizing the internal energy (crash objective), subject to constraints on the 8 objectives that arise from the acoustic and static domains. The dimension ofthe objective space of this constrained problem
is much lower than that ofthe original 10-objective problem. This significantly reduces convergence time, while decreasing decision making efforts among solutions obtained though pareto-based multiobjective
optimization. 
Nevertheless, since the computation of the structural responses is based on a very time-consuming FEM crash analysis, direct computation of the fitness within an evolutionary algorithm is impossible. The response
of car front members is computed using an approximative evaluation
that had been identified during the BE96-3046 European project (CE)2: Computer Experiments for Concurrent Engineering.
Thanks to this approximation, very good results are obtained in a reasonable time using a Pareto elitist evolutionary algorithm based on NSGA-II
ideas, combined with an infeasibility objective approach for constraint handling.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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