Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	1 Contributo su Rivista
	1.1 Articolo in rivista


	



















































	
	
		
		
	









This paper provides a multi-faceted view on the characterization of the waveform distortion in grid-connected photovoltaic (PV) plants from experimental results. The focus is set on the characterization of the waveform distortion occurring under different operating conditions in field measurements and laboratory tests. The assessment is carried out by considering the system-based point of view, on the basis of the measurements gathered at the interface between the PV plant and the grid or the supply point in the laboratory. New methodological hints on the formulation of the experimental tests are provided. The results of the waveform distortion analysis for harmonic currents and voltages are compared to the requirements of present power quality standards, indicating that in practical cases the current distortion can be significantly higher than in normal test conditions. Furthermore, the key aspect concerning harmonic and interharmonic modelling of multiple grid-connected PV inverters is addressed. Experimental results on plant configurations with multiple PV inverters show that low-order harmonics sum up almost arithmetically, whereas the higher-order harmonics and the interharmonics sum up in an almost Euclidean way.
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				This paper provides a multi-faceted view on the characterization of the waveform distortion in grid-connected photovoltaic (PV) plants from experimental results. The focus is set on the characterization of the waveform distortion occurring under different operating conditions in field measurements and laboratory tests. The assessment is carried out by considering the system-based point of view, on the basis of the measurements gathered at the interface between the PV plant and the grid or the supply point in the laboratory. New methodological hints on the formulation of the experimental tests are provided. The results of the waveform distortion analysis for harmonic currents and voltages are compared to the requirements of present power quality standards, indicating that in practical cases the current distortion can be significantly higher than in normal test conditions. Furthermore, the key aspect concerning harmonic and interharmonic modelling of multiple grid-connected PV inverters is addressed. Experimental results on plant configurations with multiple PV inverters show that low-order harmonics sum up almost arithmetically, whereas the higher-order harmonics and the interharmonics sum up in an almost Euclidean way.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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