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Previous works showed that the quality-of-service (QoS) requirements of multimedia applications can be optimally satisfied by pipeline forwarding (PF) by providing end-to-end delay guarantees as well as high network resource utilization. However, the unavoidable mismatch between reserved resources and the unpredictable traffic profile of a video stream has an impact on the resulting application layer quality. Therefore, a new low-complexity H.264 video encoding and packetization scheme based on a distortion-optimized macroblock grouping technique is designed here to maximize the performance of video transmission on PF networks. The scheme considers the perceptual importance of the different parts of the video data to group the most important information in few packets that are the natural candidates to receive the deterministic service provided by PF. Results show peak signal-to-noise ratio (PSNR) gains up to 2.5 dB over traditional video encoding and packetization schemes, as well as more graceful degradation in case of high network load.



Optimized H.264 Video Encoding and Packetization for Video Transmission over Pipeline Forwarding Networks / Masala, Enrico; Vesco, ANDREA GUIDO ANTONIO; Baldi, Mario; DE MARTIN, JUAN CARLOS. - In: IEEE TRANSACTIONS ON MULTIMEDIA. - ISSN 1520-9210. - 11:(2009), pp. 972-985. [10.1109/TMM.2009.2021784]
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				Abstract

				Previous works showed that the quality-of-service (QoS) requirements of multimedia applications can be optimally satisfied by pipeline forwarding (PF) by providing end-to-end delay guarantees as well as high network resource utilization. However, the unavoidable mismatch between reserved resources and the unpredictable traffic profile of a video stream has an impact on the resulting application layer quality. Therefore, a new low-complexity H.264 video encoding and packetization scheme based on a distortion-optimized macroblock grouping technique is designed here to maximize the performance of video transmission on PF networks. The scheme considers the perceptual importance of the different parts of the video data to group the most important information in few packets that are the natural candidates to receive the deterministic service provided by PF. Results show peak signal-to-noise ratio (PSNR) gains up to 2.5 dB over traditional video encoding and packetization schemes, as well as more graceful degradation in case of high network load.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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