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This paper addresses a number of aspects referred to availability of the wind turbines operating in a wind power plant. Starting from the experimental data gathered on-site through SCADA systems, and from a recorded data indicating the operation of various types of protections, the causes of unavailability are investigated in terms of determining the impact of the different types of failures as represented by the tripping of the corresponding protections. The results obtained show that the variability of occurrence and duration of the protection tripping for the different wind turbines is relatively high. This impacts on the identification of suitable values and shapes of the failure parameters that can be used to build a reliability model of the wind power plant with probabilistic entries. For this purpose, some indications for constructing a probabilistic model of the protection operation are provided, also taking into account the possible simultaneous tripping of the protections due to mutually dependent events.



Protections Impact on the Availability of a Wind Power Plant Operating in Real Conditions / Ilie, IRINEL-SORIN; Chicco, Gianfranco; DI LEO, Paolo; Spertino, Filippo. - STAMPA. - 1:(2009), pp. 401-408. (Intervento presentato al  convegno IEEE Power Tech 2009 tenutosi a Bucharest, Romania nel 28 June - 2 July 2009) [10.1109/PTC.2009.5281794].
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				Abstract

				This paper addresses a number of aspects referred to availability of the wind turbines operating in a wind power plant. Starting from the experimental data gathered on-site through SCADA systems, and from a recorded data indicating the operation of various types of protections, the causes of unavailability are investigated in terms of determining the impact of the different types of failures as represented by the tripping of the corresponding protections. The results obtained show that the variability of occurrence and duration of the protection tripping for the different wind turbines is relatively high. This impacts on the identification of suitable values and shapes of the failure parameters that can be used to build a reliability model of the wind power plant with probabilistic entries. For this purpose, some indications for constructing a probabilistic model of the protection operation are provided, also taking into account the possible simultaneous tripping of the protections due to mutually dependent events.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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