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When fracture occurs in a concrete dam, the crack mouth is typically exposed to water. Very often this phenomenon occurs at the dam-foundation joint and is driven also by the fluid pressure inside the crack. Since the joint is the weakest point in the structure, this evolutionary process determines the load bearing capacity of the dam. In this paper the cracked joint is analyzed through the cohesive model proposed by Cocchetti et al. [Cocchetti G, Maier G, Shen X. Piecewise linear models for interfaces and mixed mode cohesive cracks. J Engng Mech (ASCE) 2002;3:279-98.], which takes into account the coupled degradation of normal and tangential strength. The water pressure inside the crack, which reduces fracture energy and increases the driving forces, is analyzed through the model proposed by Reich et al. [Reich W, Bruhwiler E, Slowik V, Saouma VE. Experimental and computational aspects of a water/fracture interaction. In: Bourdarot E, Mazars J, Saouma V, editors, Dam Fracture and Damage, The Netherlands: Balkema; 1994. p. 123-31.] and Bruhwiler and Saouma [Bruhwiler E, Saouma VE. Water fracture interaction in concrete. Part II: Fracture properties. Am Concr Inst J 1995;92:296-303; Bruhwiler E, Saouma VE. Water fracture interaction in concrete. Part II: Hydrostatic pressure in cracks. Am Concr Inst J 1995;92:383-90.]. Some numerical results are presented which refer to the benchmark problem proposed in 1999 by the International Commission On Large Dams. During the evolutionary process the horizontal dam crest displacement has been found to be a monotonic increasing function of the external load multiplier. As the fictitious process zone moves from the upstream to the downstream edge a transition occurs in the path of crack formation: the initial phase is dominated by the opening displacement, on the contrary afterwards the shear displacement dominates. Therefore, crack initiation does not depend on dilatancy. On the contrary the load carrying capacity depends on dilatancy.



Modeling water penetration at dam-foundation joint / Barpi, Fabrizio; Valente, Silvio. - In: ENGINEERING FRACTURE MECHANICS. - ISSN 0013-7944. - STAMPA. - 75/3-4:(2008), pp. 629-642. [10.1016/j.engfracmech.2007.02.008]
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				When fracture occurs in a concrete dam, the crack mouth is typically exposed to water. Very often this phenomenon occurs at the dam-foundation joint and is driven also by the fluid pressure inside the crack. Since the joint is the weakest point in the structure, this evolutionary process determines the load bearing capacity of the dam. In this paper the cracked joint is analyzed through the cohesive model proposed by Cocchetti et al. [Cocchetti G, Maier G, Shen X. Piecewise linear models for interfaces and mixed mode cohesive cracks. J Engng Mech (ASCE) 2002;3:279-98.], which takes into account the coupled degradation of normal and tangential strength. The water pressure inside the crack, which reduces fracture energy and increases the driving forces, is analyzed through the model proposed by Reich et al. [Reich W, Bruhwiler E, Slowik V, Saouma VE. Experimental and computational aspects of a water/fracture interaction. In: Bourdarot E, Mazars J, Saouma V, editors, Dam Fracture and Damage, The Netherlands: Balkema; 1994. p. 123-31.] and Bruhwiler and Saouma [Bruhwiler E, Saouma VE. Water fracture interaction in concrete. Part II: Fracture properties. Am Concr Inst J 1995;92:296-303; Bruhwiler E, Saouma VE. Water fracture interaction in concrete. Part II: Hydrostatic pressure in cracks. Am Concr Inst J 1995;92:383-90.]. Some numerical results are presented which refer to the benchmark problem proposed in 1999 by the International Commission On Large Dams. During the evolutionary process the horizontal dam crest displacement has been found to be a monotonic increasing function of the external load multiplier. As the fictitious process zone moves from the upstream to the downstream edge a transition occurs in the path of crack formation: the initial phase is dominated by the opening displacement, on the contrary afterwards the shear displacement dominates. Therefore, crack initiation does not depend on dilatancy. On the contrary the load carrying capacity depends on dilatancy.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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