Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	1 Contributo su Rivista
	1.1 Articolo in rivista


	



















































	
	
		
		
	









The successful applications of magnesium-
based alloys as biodegradable orthopedic implants are
mainly inhibited due to their high degradation rates in
physiological environment. This study examines the bio-
corrosion behaviour of Mg–2Zn–0.2X (X = Ca, Mn, Si)
alloys in Ringer’s physiological solution that simulates
bodily fluids, and compares it with that of AZ91 magne-
sium alloy. Potentiodynamic polarization and electro-
chemical impedance spectroscopy results showed a better
corrosion behaviour of AZ91 alloy with respect to Mg–
2Zn–0.2Ca and Mg–2Zn–0.2Si alloys. On the contrary,
enhanced corrosion resistance was observed for Mg–2Zn–
0.2Mn alloy compared to the AZ91 one: Mg–2Zn–0.2Mn
alloy exhibited a four-fold increase in the polarization
resistance than AZ91 alloy after 168 h exposure to the
Ringer’s physiological solution. The improved corrosion
behaviour of the Mg–2Zn–0.2Mn alloy with respect to the
AZ91 one can be ascribed to enhanced protective proper-
ties of the Mg(OH)2 surface layer. The present study sug-
gests the Mg–2Zn–0.2Mn alloy as a promising candidate
for its applications in degradable orthopedic implants, and
is worthwhile to further investigate the in vivo corrosion
behaviour as well as assessed the mechanical properties of
this alloy.



Bio-corrosion characterization of Mg–Zn–X (X = Ca, Mn, Si) alloys for biomedical applications / Rosalbino, Francesco; DE NEGRI, S; Saccone, A; Angelini, EMMA PAOLA MARIA VIRGINIA; Delfino, S.. - In: JOURNAL OF MATERIALS SCIENCE. MATERIALS IN MEDICINE. - ISSN 0957-4530. - ELETTRONICO. - 21:(2010), pp. 1091-1098. [10.1007/s10856-009-3956-1]
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				Abstract

				The successful applications of magnesium-
based alloys as biodegradable orthopedic implants are
mainly inhibited due to their high degradation rates in
physiological environment. This study examines the bio-
corrosion behaviour of Mg–2Zn–0.2X (X = Ca, Mn, Si)
alloys in Ringer’s physiological solution that simulates
bodily fluids, and compares it with that of AZ91 magne-
sium alloy. Potentiodynamic polarization and electro-
chemical impedance spectroscopy results showed a better
corrosion behaviour of AZ91 alloy with respect to Mg–
2Zn–0.2Ca and Mg–2Zn–0.2Si alloys. On the contrary,
enhanced corrosion resistance was observed for Mg–2Zn–
0.2Mn alloy compared to the AZ91 one: Mg–2Zn–0.2Mn
alloy exhibited a four-fold increase in the polarization
resistance than AZ91 alloy after 168 h exposure to the
Ringer’s physiological solution. The improved corrosion
behaviour of the Mg–2Zn–0.2Mn alloy with respect to the
AZ91 one can be ascribed to enhanced protective proper-
ties of the Mg(OH)2 surface layer. The present study sug-
gests the Mg–2Zn–0.2Mn alloy as a promising candidate
for its applications in degradable orthopedic implants, and
is worthwhile to further investigate the in vivo corrosion
behaviour as well as assessed the mechanical properties of
this alloy.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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