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Turbocharging port-injected Natural Gas (NG) engines allows them to recover gaseous-fuel related power gap with respect to gasoline engines. However, turbolag reduction is necessary to achieve high performance during engine transient operations and to improve vehicle fun-to-drive characteristics. Significant support for the study of turbocharged Compressed Natural Gas (CNG) engines and guidelines for the turbo-matching process can be provided by 1-D numerical simulation tools. However, 1-D models are predictive only when a careful tuning procedure is set-up and carried out on the basis of the experimental data. In this paper, a 1-D model of a Heavy-Duty (HD) turbocharged CNG engine was set up in the GT-POWER (Gamma Technologies Inc., Westmont, IL, US) environment to simulate transient operations and to evaluate the turbolag. An extensive experimental activity was carried out to provide experimental data for model tuning. The model buildup and tuning processes are described in detail with specific reference to the turbocharger model, whose correct calibration is a key factor in accounting for the effects of turbine flow pulsations. The second part of the paper focuses on the evaluation of different strategies for turbolag reduction, namely, exhaust valve variable actuation and spark timing control. Such strategies were aimed at increasing the engine exhaust-gas power transferred to the turbine, thus reducing the time required to accelerate the turbocharger group. The effects of these strategies were examined for tip-in maneuvers at a fixed engine speed. Depending on the engine speed and the applied turbolag reduction strategy, turbolag reductions from 70% to 10% were achieved.



Numerical Investigation of Turbolag Reduction in HD CNG Engines by means of Exhaust Valve Variable Actuation and Spark Timing Control / Baratta, Mirko; Spessa, Ezio; Mairone, P.. - In: INTERNATIONAL JOURNAL OF AUTOMOTIVE TECHNOLOGY. - ISSN 1229-9138. - 11:3(2010), pp. 289-306. [10.1007/s12239-010-0037-x]
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				Turbocharging port-injected Natural Gas (NG) engines allows them to recover gaseous-fuel related power gap with respect to gasoline engines. However, turbolag reduction is necessary to achieve high performance during engine transient operations and to improve vehicle fun-to-drive characteristics. Significant support for the study of turbocharged Compressed Natural Gas (CNG) engines and guidelines for the turbo-matching process can be provided by 1-D numerical simulation tools. However, 1-D models are predictive only when a careful tuning procedure is set-up and carried out on the basis of the experimental data. In this paper, a 1-D model of a Heavy-Duty (HD) turbocharged CNG engine was set up in the GT-POWER (Gamma Technologies Inc., Westmont, IL, US) environment to simulate transient operations and to evaluate the turbolag. An extensive experimental activity was carried out to provide experimental data for model tuning. The model buildup and tuning processes are described in detail with specific reference to the turbocharger model, whose correct calibration is a key factor in accounting for the effects of turbine flow pulsations. The second part of the paper focuses on the evaluation of different strategies for turbolag reduction, namely, exhaust valve variable actuation and spark timing control. Such strategies were aimed at increasing the engine exhaust-gas power transferred to the turbine, thus reducing the time required to accelerate the turbocharger group. The effects of these strategies were examined for tip-in maneuvers at a fixed engine speed. Depending on the engine speed and the applied turbolag reduction strategy, turbolag reductions from 70% to 10% were achieved.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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