Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	4 Contributo in Atti di Convegno (Proceeding)
	4.1 Contributo in Atti di convegno


	



















































	
	
		
		
	









During the floods, the effects of sediment transport
in river beds are particulary significant and can be studied
through the evolution of the water-sediment layer which
moves in the lower part of a flow, named “moving layer”.
Moving layer variations along rivers lead to depositions and
erosions and are typically unsteady, but are often tackled
with expressions developed for steady (equilibrium) conditions.
In this paper, we develop an expression for the moving
layer in unsteady conditions and calibrate it with experimental
data. During laboratory tests, we have in fact
reproduced a rapidly changing unsteady flow by the erosion
of a granular steep slope. Results have shown a clear
tendency of the moving layer, for fixed discharges, toward
equilibrium conditions. Knowing the equilibrium achievement
has presented many difficulties, being influenced by the
choice of the equilibrium expression and moreover by the estimation
of the parameters involved (for example friction angle).
Since we used only data relevant to hyper-concentrated
mono-dimensional flows for the calibration – occurring for
slope gradients in the range 0.03–0.20 – our model can be applied
both on open channels and on embankments/dams, providing
that the flows can be modelled as mono-dimensional,
and that slopes and applied shear stress levels fall within the
considered ranges



An expression for the wate- sediment moving layer in unsteady flows / Bianco, Gennaro; Berta, Anna Maria. - ELETTRONICO. - (2009). (Intervento presentato al  convegno General Assembly 2009 European Geosciences Union tenutosi a Vienna nel 14-19 Aprile 2009).
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				Abstract

				During the floods, the effects of sediment transport
in river beds are particulary significant and can be studied
through the evolution of the water-sediment layer which
moves in the lower part of a flow, named “moving layer”.
Moving layer variations along rivers lead to depositions and
erosions and are typically unsteady, but are often tackled
with expressions developed for steady (equilibrium) conditions.
In this paper, we develop an expression for the moving
layer in unsteady conditions and calibrate it with experimental
data. During laboratory tests, we have in fact
reproduced a rapidly changing unsteady flow by the erosion
of a granular steep slope. Results have shown a clear
tendency of the moving layer, for fixed discharges, toward
equilibrium conditions. Knowing the equilibrium achievement
has presented many difficulties, being influenced by the
choice of the equilibrium expression and moreover by the estimation
of the parameters involved (for example friction angle).
Since we used only data relevant to hyper-concentrated
mono-dimensional flows for the calibration – occurring for
slope gradients in the range 0.03–0.20 – our model can be applied
both on open channels and on embankments/dams, providing
that the flows can be modelled as mono-dimensional,
and that slopes and applied shear stress levels fall within the
considered ranges
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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