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Many test methods exist for evaluating gaseous-contaminant filtration media, and a few for evaluating functional filters and other devices. These test methods are designed primarily for use in product quality control and to rank products. Designers of filtration devices and HVAC (Heating, Ventilating and Air-Conditioning) systems engineers, however, need test data which allow calculation of device performance under actual operating conditions. End users need data to determine system maintenance costs. We call such tests design parameter tests. The natures of the three test groups are as follows:
Quality control tests
These are generally simple and inexpensive, presumably run on each media or component lot.
Product differentiation tests
These are also relatively simple, involving feeding of specific contaminants in airstreams passing through devices or media samples, and measuring the contaminant removal efficiency. These tests are usually run at product market introduction, to provide some (limited) performance data for clients. They may also be used later to confirm manufacturers' data.
Design parameter tests
Design parameter tests are much more demanding. To be fully informative, they require lengthy feed of a range of contaminants at low concentrations. High-sensitivity gas contaminant detectors may be required to obtain data for a useful array of contaminants at concentrations met in actual applications. Such tests are normally performed during the development of a new product. They are rarely published by suppliers.
This discussion is limited to devices and media used in building HVAC systems, and a few studies which help define test conditions. Tests for respirators, chemical warfare agent protection, nuclear reactor safety systems, and applications involving special conditions are too complex to be contained in this article.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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