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The most effective way to reduce vehicle speed on urban low volume roads, such as residential streets, is the installation of traffic calming systems such as speed humps and tables. In those roads in which these measures are applied, a reduction in traffic volume and accidents is generally observed, with clear benefits for pedestrians, bicyclists and residents.
A study was undertaken in order to investigate the effectiveness of trapezoidal speed humps in reducing the operating speed and to highlight the main factors influencing this type of traffic calming system. An urban residential street 1.8 km (1.12 miles) long, characterized by the presence of 12 humps, was monitored during two months (between October and December 2006) and several speed profiles were collected with different measuring systems.
All data were processed in order to present a statistical discrete operating speed profile, making it possible to derive a model which links hump spacing, lane width and operating speed. Such a model can be a valuable tool for road engineers in predicting, for design purposes, the effectiveness of trapezoidal speed humps in similar situations.



FIELD INVESTIGATION ON THE EFFECTS ON OPERATING SPEED CAUSED BY TRAPEZOIDAL HUMPS / Bassani, Marco; Dalmazzo, Davide; Riviera, PIER PAOLO. - ELETTRONICO. - (2011). (Intervento presentato al  convegno TRB 90th Annual Meeting tenutosi a Washington, D.C., U.S. nel January 23-27, 2011).
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				Abstract

				The most effective way to reduce vehicle speed on urban low volume roads, such as residential streets, is the installation of traffic calming systems such as speed humps and tables. In those roads in which these measures are applied, a reduction in traffic volume and accidents is generally observed, with clear benefits for pedestrians, bicyclists and residents.
A study was undertaken in order to investigate the effectiveness of trapezoidal speed humps in reducing the operating speed and to highlight the main factors influencing this type of traffic calming system. An urban residential street 1.8 km (1.12 miles) long, characterized by the presence of 12 humps, was monitored during two months (between October and December 2006) and several speed profiles were collected with different measuring systems.
All data were processed in order to present a statistical discrete operating speed profile, making it possible to derive a model which links hump spacing, lane width and operating speed. Such a model can be a valuable tool for road engineers in predicting, for design purposes, the effectiveness of trapezoidal speed humps in similar situations.
			
		

	
		
		
	Scheda breve
	Scheda completa
	Scheda completa (DC)
	
	[image: SFX Query]


		
		
			
				

















































	
	
	




















	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Anno del prodotto
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			2011
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
	
	
	
		
		



























	
	
	Appare nelle tipologie
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			4.1 Contributo in Atti di convegno
		
		
		
		
	



	






			

		

	


	


	
		























		File in questo prodotto:



	
	
	
	
	
	
    
	
	
	
	
	
	
		
			
				
			
		
		
	
	
	
	
		
			Non ci sono file associati a questo prodotto.

		
		
	





	
	
	









	
		
			
			
			



















	
		
		
	
	
	
	


	Pubblicazioni consigliate


	
		
		
			
				
				
				

			
			

		
	
	




			
		
	

	
		
		
			
			
				I documenti in IRIS sono protetti da copyright e tutti i diritti sono riservati, salvo diversa indicazione.

			
		
	




	






















	

	
		
			
		    	
			      	 Informazioni
			    

			    
			    	
			        	










	
		
		
			
			Utilizza questo identificativo per citare o creare un link a questo documento: https://hdl.handle.net/11583/2376463
			
		
	
	
	

			      	

			    

			

		

	


	
	
	
		
			
			
				





















	
	 Attenzione

	
	










	
		
		
			
			
			Attenzione! I dati visualizzati non sono stati sottoposti a validazione da parte dell'ateneo

		
	
	
	



			
		
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
		
		
		
	
	
		
		
	
	
	
	
	





    


























	
		
			
				
					
						Conferma cancellazione
						
					
				

				
					
				
			

			
				Sei sicuro che questo prodotto debba essere cancellato?

			

			
				
					
						
							
							Chiudi
						
					
				
				
				
						
						
							Elimina
							
						
					
				
			

		

	




	
    
    
				





	
		
			
				
					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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