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The problem of locating visual sensors can be often modeled as 2D Art Gallery problems. In particular, tasks such as surveillance require observing the interior of a polygonal environment (interior covering, IC), while for inspection or image based rendering observing the boundary (edge covering, EC) is sufficient. Both problems are NP-hard, and no technique is known for transforming one problem into the other. Recently, an incremental algorithm for EC has been proposed, and its near-optimality has been demonstrated experimentally. In this paper we show that, with some modification, the algorithm is nearly optimal also for IC.  The algorithm has been implemented and tested over several hundreds of random polygons with and without holes. The cardinality of the solutions provided is very near to, or coincident with, a polygon-specific lower bound, and then suboptimal or optimal. In addition, our algorithm has been compared, for all the test polygons, with recent heuristic sensor location algorithms. In all cases, the cardinality of the set of guards provided by our algorithm was less than or equal to that of the set computed by the other algorithms. An enhanced version of the algorithm, also taking into account range and incidence constraints, has also been implemented.



A Nearly Optimal Algorithm for covering the interior of an Art Gallery / Bottino, ANDREA GIUSEPPE; Laurentini, Aldo. - In: PATTERN RECOGNITION. - ISSN 0031-3203. - STAMPA. - 44:5(2011), pp. 1048-1056. [10.1016/j.patcog.2010.11.010]
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				The problem of locating visual sensors can be often modeled as 2D Art Gallery problems. In particular, tasks such as surveillance require observing the interior of a polygonal environment (interior covering, IC), while for inspection or image based rendering observing the boundary (edge covering, EC) is sufficient. Both problems are NP-hard, and no technique is known for transforming one problem into the other. Recently, an incremental algorithm for EC has been proposed, and its near-optimality has been demonstrated experimentally. In this paper we show that, with some modification, the algorithm is nearly optimal also for IC.  The algorithm has been implemented and tested over several hundreds of random polygons with and without holes. The cardinality of the solutions provided is very near to, or coincident with, a polygon-specific lower bound, and then suboptimal or optimal. In addition, our algorithm has been compared, for all the test polygons, with recent heuristic sensor location algorithms. In all cases, the cardinality of the set of guards provided by our algorithm was less than or equal to that of the set computed by the other algorithms. An enhanced version of the algorithm, also taking into account range and incidence constraints, has also been implemented.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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