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We performed extensive spectroscopy of tellurite glasses doped with high concentration of Tm ions for laser emission at
around 2 micron wavelength. The aim of the work is to develop a glass suitable for single-frequency fiber laser. In fact
such a kind of laser require the use of short cavity length and therefore high gain per unit length medium. Tellurite
glasses allows high-doping concentration and are therefore an excellent candidate. In these paper we review our recent
results. In particular we address the optical and thermo-mechanical properties of several tellurite glasses
(75mol%Te02.20mol%ZnO. 5mol%Na2O) with Tm3+ doping up to 111,564 ppm.



Spectroscopy of Yb:Tm doped tellurite glasses for efficient infrared fiber laser / Gebavi, Hrvoje; Taher, M.; Lousteau, Joris; Milanese, Daniel; Taccheo, S.; Schulzgen, A.; Ferraris, Monica; Peyghambarian, N.. - ELETTRONICO. - 7598:(2010), pp. 1-8. (Intervento presentato al  convegno Optical Components and Materials VII, tenutosi a San Francisco nel January 26, 2010 - January 28, 2010) [10.1117/12.843017].
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				Abstract

				We performed extensive spectroscopy of tellurite glasses doped with high concentration of Tm ions for laser emission at
around 2 micron wavelength. The aim of the work is to develop a glass suitable for single-frequency fiber laser. In fact
such a kind of laser require the use of short cavity length and therefore high gain per unit length medium. Tellurite
glasses allows high-doping concentration and are therefore an excellent candidate. In these paper we review our recent
results. In particular we address the optical and thermo-mechanical properties of several tellurite glasses
(75mol%Te02.20mol%ZnO. 5mol%Na2O) with Tm3+ doping up to 111,564 ppm.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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