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Interlayer bonding affects performance of asphalt concrete pavements. In order to guarantee good bonding, tack coats are frequently applied at various interfaces. Interlayer bonding design consists in the determination of the optimum tack coat rate and the ASTRA (Ancona Shear Testing Research and Analysis) test method can be used for this purpose. In this study, the tack coat design of the interface between an existing porous asphalt and a newly laid open graded course was developed. In order to check whether the two porous layers are independent or behave as a Twinlay, the drainability of the resulting double-layered system was also investigated. The ASTRA tests showed that acceptable interlayer bonding results can be obtained for each emulsion rate studied but higher tack coat rates mitigate the scatter of the results. In terms of drainability, the porosity of the existing layer does not increase the drainage characteristics of the double-layered system, for each interface treatment considered.



Interlayer bonding design of porous asphalt course interface / Canestrari, Francesco; Ferrotti, G.; Graziani, A.; Baglieri, Orazio. - STAMPA. - Volume 2:(2009), pp. 617-626. (Intervento presentato al  convegno MAIREPAV6 6th International Conference on Maintenance and Rehabilitation of Pavements and Technological Control tenutosi a Torino (Italy) nel July 8-10,2009).
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				Abstract

				Interlayer bonding affects performance of asphalt concrete pavements. In order to guarantee good bonding, tack coats are frequently applied at various interfaces. Interlayer bonding design consists in the determination of the optimum tack coat rate and the ASTRA (Ancona Shear Testing Research and Analysis) test method can be used for this purpose. In this study, the tack coat design of the interface between an existing porous asphalt and a newly laid open graded course was developed. In order to check whether the two porous layers are independent or behave as a Twinlay, the drainability of the resulting double-layered system was also investigated. The ASTRA tests showed that acceptable interlayer bonding results can be obtained for each emulsion rate studied but higher tack coat rates mitigate the scatter of the results. In terms of drainability, the porosity of the existing layer does not increase the drainage characteristics of the double-layered system, for each interface treatment considered.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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