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Argillites are considered worldwide as potential host rock for high level radioactive waste
given the low permeability and strong adsorption potential. However, the excavation of the
galleries of a repository would produce a disturbed zone around the boundaries rich of new
fractures which may enhance the conductivity of the rock along the gallery axis.
Several mine-by experiments have been performed in underground rock labs to investi-
gate the features of the disturbed zone. In Mont Terri URL (Kanton Jura, Switzerland) the
EZ-B experiment was specifically conceived for the measurement of excavation induced
fractures around a small chamber. The host rock of the URL is a particularly compact
and resistant argillite, known as the Opalinus Clay (OPA) excavated and OPA samples were
subjected to fracture mechanics tests at the rock mechanics lab of IGAG-CNR in Torino,
Italy. The tests aimed at the understanding aspects of the fracturing process occurring in
OPA of Mont Terri, which may be considered a transversely isotropic geomaterial, whose
planes of isotropy coincide with the bedding.



Fracture Mechanics Characterization of an AnisotropicGeomaterial / Barpi, Fabrizio; Valente, Silvio; Cravero, Masantonio; Iabichino, Giorgio; Fidelibus, Corrado. - In: ENGINEERING FRACTURE MECHANICS. - ISSN 0013-7944. - STAMPA. - (2012), pp. 111-122. [10.1016/j.engfracmech.2012.01.010]





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Fracture Mechanics Characterization of an AnisotropicGeomaterial

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


BARPI, Fabrizio;VALENTE, Silvio;CRAVERO, Masantonio;IABICHINO, GIORGIO;FIDELIBUS, CORRADO



			2012

			

			
				Abstract

				Argillites are considered worldwide as potential host rock for high level radioactive waste
given the low permeability and strong adsorption potential. However, the excavation of the
galleries of a repository would produce a disturbed zone around the boundaries rich of new
fractures which may enhance the conductivity of the rock along the gallery axis.
Several mine-by experiments have been performed in underground rock labs to investi-
gate the features of the disturbed zone. In Mont Terri URL (Kanton Jura, Switzerland) the
EZ-B experiment was specifically conceived for the measurement of excavation induced
fractures around a small chamber. The host rock of the URL is a particularly compact
and resistant argillite, known as the Opalinus Clay (OPA) excavated and OPA samples were
subjected to fracture mechanics tests at the rock mechanics lab of IGAG-CNR in Torino,
Italy. The tests aimed at the understanding aspects of the fracturing process occurring in
OPA of Mont Terri, which may be considered a transversely isotropic geomaterial, whose
planes of isotropy coincide with the bedding.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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