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Many studies have recently been conducted to
evaluate various mechanical characteristics of the Opalinus
Clay (OPA) formation in view of its potential use as the
hosting rock for the Swiss nuclear waste repositories. Its
sedimentary bedding makes OPA a transversely isotropic
rock and its directional mechanical properties need to
be measured. This paper reports on an experimental and
computational approach that was adopted to define the
parallel-to-bedding fracture mechanics (FM) parameters of
OPA in Mode-I. OPA cores from Mont Terri Underground
Research Laboratory (URL) were submitted to laboratory
tests on notched semi-circular specimens under three-point
bending (SCB). In these tests, crack propagation is forced
along the notch direction. However, the 45° bedding
inclination of the specimen axis frequently deviated the
crack from the expected direction. An analysis of the SCB
tests was performed by means of non-linear FM techniques
and the pertinent Mode-I parameters along the bedding
were estimated.
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				Abstract

				Many studies have recently been conducted to
evaluate various mechanical characteristics of the Opalinus
Clay (OPA) formation in view of its potential use as the
hosting rock for the Swiss nuclear waste repositories. Its
sedimentary bedding makes OPA a transversely isotropic
rock and its directional mechanical properties need to
be measured. This paper reports on an experimental and
computational approach that was adopted to define the
parallel-to-bedding fracture mechanics (FM) parameters of
OPA in Mode-I. OPA cores from Mont Terri Underground
Research Laboratory (URL) were submitted to laboratory
tests on notched semi-circular specimens under three-point
bending (SCB). In these tests, crack propagation is forced
along the notch direction. However, the 45° bedding
inclination of the specimen axis frequently deviated the
crack from the expected direction. An analysis of the SCB
tests was performed by means of non-linear FM techniques
and the pertinent Mode-I parameters along the bedding
were estimated.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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