Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	8 Doctoral Thesis
	8.1 Doctoral thesis Polito


	



















































	
	
		
		
	









Forest Fires in our society cause a lot of damage, in particular regarding the economic and environmental landscape. In order to monitor a large portion of territory automatically, with a good cost/performances trade-off, it is necessary to develop new early warning systems. We propose a ground-based system with modular architecture, equipped with low cost commercial sensor. The idea is to develop the software able to manage the forest fires monitoring. The technique is based on Static and Dynamic analysis of chromatic changes between images, tailored for our case of study in a large scale monitoring of vegetation and using different sensors to reduce or eliminate the false alarm rate. Concerning the image geo-referencing tool, the present work describes an innovative projective geo-referencing algorithm able to geo-reference complex orography regions using  fixed ground station images. Besides, it does not need the collection of Ground Control Points, which is a very hard task in complex orography environments. In order to make a user oriented product and  to help the operator during extinguishing activities, a decision support tool has been developed as well. This work presents the results of one year monitoring campaign conducted in cooperation with the Civil Protection Offices in Sanremo (IM), Italy.
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				Abstract

				Forest Fires in our society cause a lot of damage, in particular regarding the economic and environmental landscape. In order to monitor a large portion of territory automatically, with a good cost/performances trade-off, it is necessary to develop new early warning systems. We propose a ground-based system with modular architecture, equipped with low cost commercial sensor. The idea is to develop the software able to manage the forest fires monitoring. The technique is based on Static and Dynamic analysis of chromatic changes between images, tailored for our case of study in a large scale monitoring of vegetation and using different sensors to reduce or eliminate the false alarm rate. Concerning the image geo-referencing tool, the present work describes an innovative projective geo-referencing algorithm able to geo-reference complex orography regions using  fixed ground station images. Besides, it does not need the collection of Ground Control Points, which is a very hard task in complex orography environments. In order to make a user oriented product and  to help the operator during extinguishing activities, a decision support tool has been developed as well. This work presents the results of one year monitoring campaign conducted in cooperation with the Civil Protection Offices in Sanremo (IM), Italy.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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