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The problem of an efficient implementation of a Model Predictive Control (MPC) algorithm is addressed in this dissertation. The nominal problem formulation for the MPC control law involves the solution, for each sample time, to an optimization problem that is, in general, nonlinear and hard to be solved. The sample time must be greater than the time required to solve the optimization problem and, as a consequence, MPC cannot be directly applied to system with a fast dynamics. To overcome this problem, two possible approaches are proposed here: a set-membership (SM) based technique and a approximation of the optimization solver.
The proposed SM based technique, substantially, allows to avoid solving the optimization problem on-line at each sample time. The control move is computed by means of a set of pre-computed solutions to the optimization problem for a given number of different system state values. This approach is potentially applicable to every kind of system, with the disadvantage to require a large amount of memory needed to store the data for the approximation. By focusing on the case of the linear MPC, other approximations can be used to obtain a fast implementation of a MPC controller with no pre-computed solutions. A modified interior-point algorithm which guarantee execution time in the order of a millisecond is described in this thesis.
The effectiveness of the proposed techniques is shown through examples from real world applications. The examples were chosen from the set of such applications whose properties that prevent the applicability of the nominal predictive controller. The obtained simulations results shown the effectiveness of the proposed approximation techniques.
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				Abstract

				The problem of an efficient implementation of a Model Predictive Control (MPC) algorithm is addressed in this dissertation. The nominal problem formulation for the MPC control law involves the solution, for each sample time, to an optimization problem that is, in general, nonlinear and hard to be solved. The sample time must be greater than the time required to solve the optimization problem and, as a consequence, MPC cannot be directly applied to system with a fast dynamics. To overcome this problem, two possible approaches are proposed here: a set-membership (SM) based technique and a approximation of the optimization solver.
The proposed SM based technique, substantially, allows to avoid solving the optimization problem on-line at each sample time. The control move is computed by means of a set of pre-computed solutions to the optimization problem for a given number of different system state values. This approach is potentially applicable to every kind of system, with the disadvantage to require a large amount of memory needed to store the data for the approximation. By focusing on the case of the linear MPC, other approximations can be used to obtain a fast implementation of a MPC controller with no pre-computed solutions. A modified interior-point algorithm which guarantee execution time in the order of a millisecond is described in this thesis.
The effectiveness of the proposed techniques is shown through examples from real world applications. The examples were chosen from the set of such applications whose properties that prevent the applicability of the nominal predictive controller. The obtained simulations results shown the effectiveness of the proposed approximation techniques.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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