Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	1 Contributo su Rivista
	1.1 Articolo in rivista


	



















































	
	
		
		
	









Channels with micron-size width have been carved in YBa2Cu3O7-x (YBCO) coplanar microwave resonators by micro-collimated swift heavy-ion irradiation at high fluences. The
response of the resonators as a function of temperature, magnetic field and input power as well as magneto-optical imaging was used to characterize the properties of such micro-channels. The microwave method proposed to characterize the channels—with dimensions from 1/3200 to 1/178 of the wavelength—is based on the comparison between the fundamental and the first harmonic resonant modes. As expected due to the high irradiation fluence, higher penetration depth, higher microwave resistivity and lower nonlinearity thresholds have been found. In this configuration, it is shown that the micro-channels can be driven into a highly dissipative, nonlinear regime while the rest of the resonator still persists in a linear response. The higher responsivity of the micro-channels with respect to the as-grown YBCO was tested by applying an external magnetic field, showing that a locally applied external control signal can tune the response of the resonators, when properly biased. The possible impact of these results in the field of high temperature superconductor based sensors is discussed.
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				Abstract

				Channels with micron-size width have been carved in YBa2Cu3O7-x (YBCO) coplanar microwave resonators by micro-collimated swift heavy-ion irradiation at high fluences. The
response of the resonators as a function of temperature, magnetic field and input power as well as magneto-optical imaging was used to characterize the properties of such micro-channels. The microwave method proposed to characterize the channels—with dimensions from 1/3200 to 1/178 of the wavelength—is based on the comparison between the fundamental and the first harmonic resonant modes. As expected due to the high irradiation fluence, higher penetration depth, higher microwave resistivity and lower nonlinearity thresholds have been found. In this configuration, it is shown that the micro-channels can be driven into a highly dissipative, nonlinear regime while the rest of the resonator still persists in a linear response. The higher responsivity of the micro-channels with respect to the as-grown YBCO was tested by applying an external magnetic field, showing that a locally applied external control signal can tune the response of the resonators, when properly biased. The possible impact of these results in the field of high temperature superconductor based sensors is discussed.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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