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The paper addresses and solves the problem of multirobot collaborative localization in highly symmetrical 2D environments, such as the ones encountered in logistic applications. Because of the environment symmetry, the most common localization algorithms may fail to provide a correct estimate of the position and orientation of the robot, if its initial position is not known, no specific landmark is introduced, and no absolute information (e.g., GPS) is available: the robot can estimate its position with respect to the walls of the corridor, but it could be critical to
determine in which corridor it is actually moving. The proposed algorithm is based upon a particle filter cooperative Monte Carlo Localization (MCL) and implements a three-stage procedure
for the global localization and the accurate position tracking of each robot of the team. Online simulations and experimental tests, which investigate different situations with respect to the number of robots involved and their initial positions, show how the proposed solution can lead to the global localization of each robot, with a precision sufficient to be used as starting point for the subsequent robot tracking.



Multirobot Localization in Highly Symmetrical Environments / F., Abrate; Bona, Basilio; Indri, Marina; Rosa, Stefano; F., Tibaldi. - In: JOURNAL OF INTELLIGENT & ROBOTIC SYSTEMS. - ISSN 0921-0296. - STAMPA. - 71:(2013), pp. 403-421. [10.1007/s10846-012-9790-6]





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Multirobot Localization in Highly Symmetrical Environments

			




























	
	


	
		
		
		
		
	





	
	
	
	
	
	
	
		
		
		
		
		
			
			
			
		
		
		
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
							
						
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
			
			
				
				
					
					
					
					
						
						
							
							
						
					
				
				
				
				
				
				
				
				
				
				
			
			
		
		
		
		
	


F. Abrate;BONA, Basilio;INDRI, Marina;ROSA, STEFANO;F. Tibaldi

	
		
		
	



			2013

			

			
				Abstract

				The paper addresses and solves the problem of multirobot collaborative localization in highly symmetrical 2D environments, such as the ones encountered in logistic applications. Because of the environment symmetry, the most common localization algorithms may fail to provide a correct estimate of the position and orientation of the robot, if its initial position is not known, no specific landmark is introduced, and no absolute information (e.g., GPS) is available: the robot can estimate its position with respect to the walls of the corridor, but it could be critical to
determine in which corridor it is actually moving. The proposed algorithm is based upon a particle filter cooperative Monte Carlo Localization (MCL) and implements a three-stage procedure
for the global localization and the accurate position tracking of each robot of the team. Online simulations and experimental tests, which investigate different situations with respect to the number of robots involved and their initial positions, show how the proposed solution can lead to the global localization of each robot, with a precision sufficient to be used as starting point for the subsequent robot tracking.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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