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Neutron emission measurements by means of 3He neutron detectors were
performed on solid test specimens during crushing failure. The tests were carried out at
the Laboratory of Fracture Mechanics of the Politecnico di Torino. The materials used
were marble and granite, selected in that they present a different behaviour in
compression failure (i.e., a different brittleness index) and a different iron content. All
the test specimens were of the same size and shape. Neutron emissions from the granite
test specimens were found to be of about one order of magnitude higher than the natural
background level at the time of failure. These neutron emissions should be caused by
nucleolysis or piezonuclear “fissions” that occurred in the granite, but did not occur in
the marble: Fe 2Al 2 neutrons. 14
13
30
26   The present natural abundance of aluminum (7-
8% in the Earth crust), which is less favoured than iron from a nuclear point of view, is
possibly due to the above piezonuclear fission reaction.



Piezonuclear reactions in inert solids: Neutron emissions from brittle fracture / Carpinteri, Alberto; Lacidogna, Giuseppe; Cardone, Fabio; MANUELLO BERTETTO, AMEDEO DOMENICO BERNARDO. - STAMPA. - (2009). (Intervento presentato al  convegno 15th International Conference on Condensed Matter Nuclear Science tenutosi a Roma nel October 5-9, 2009).
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				Abstract

				Neutron emission measurements by means of 3He neutron detectors were
performed on solid test specimens during crushing failure. The tests were carried out at
the Laboratory of Fracture Mechanics of the Politecnico di Torino. The materials used
were marble and granite, selected in that they present a different behaviour in
compression failure (i.e., a different brittleness index) and a different iron content. All
the test specimens were of the same size and shape. Neutron emissions from the granite
test specimens were found to be of about one order of magnitude higher than the natural
background level at the time of failure. These neutron emissions should be caused by
nucleolysis or piezonuclear “fissions” that occurred in the granite, but did not occur in
the marble: Fe 2Al 2 neutrons. 14
13
30
26   The present natural abundance of aluminum (7-
8% in the Earth crust), which is less favoured than iron from a nuclear point of view, is
possibly due to the above piezonuclear fission reaction.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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