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A full-scale test section with asphalt rubber gap-graded wearing course mixture was designed and constructed on a major infrastructure as part of a regional research and implementation project. Standard and performance-related laboratory tests were carried out in order to select constituent materials, define the job-mix formula and monitor construction operations. Gaseous emissions of the bituminous mixture sampled during laying were analyzed to assess the potential risks to which labourers are exposed during paving. Environmental compatibility was also evaluated by performing laboratory leaching tests. Based on the results obtained in the investigation, technical guidelines were validated and enhanced.



Design and Construction of a Full-Scale Test Section with Asphalt Rubber Gap-Graded Wearing Course Mixture / Santagata, Ezio; Riviera, PIER PAOLO; Dalmazzo, Davide; Lanotte, MICHELE ANTONIO; Zanetti, Mariachiara; Fiore, Silvia; Ruffino, Barbara. - In: PROCEDIA: SOCIAL & BEHAVIORAL SCIENCES. - ISSN 1877-0428. - STAMPA. - 53:(2012), pp. 524-534. (Intervento presentato al  convegno SIIV-5th International Congress - Sustainability of Road Infrastructures 2012 tenutosi a Roma nel 29-31 october 2012) [10.1016/j.sbspro.2012.09.903].
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				Abstract

				A full-scale test section with asphalt rubber gap-graded wearing course mixture was designed and constructed on a major infrastructure as part of a regional research and implementation project. Standard and performance-related laboratory tests were carried out in order to select constituent materials, define the job-mix formula and monitor construction operations. Gaseous emissions of the bituminous mixture sampled during laying were analyzed to assess the potential risks to which labourers are exposed during paving. Environmental compatibility was also evaluated by performing laboratory leaching tests. Based on the results obtained in the investigation, technical guidelines were validated and enhanced.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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