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Nuclear fusion in magnetic confinement devices is one of the most challenging application fields for electromagnetics and mechanics. In particular antennas, charged with the task of handling and delivering high power to the plasma, have to operate in a harsh environment with very demanding thermal and mechanical requirements. Within this scenario, the use of tools able to efficiently predict the antenna behaviour is mandatory. In the present work, the TOrino Polytechnic Ion Cyclotron Antenna (TOPICA) code has been used to simulate the real 3D geometry of two launchers, generally operating at 30 MHz and presently installed on the ASDEX Upgrade tokamak. The working frequency belongs to the Ion-Cyclotron range of frequencies that was proven to achieve very efficient plasma heating. Antenna performances are presented in terms of coupled power and RF potentials for different realistic plasma scenarios taken from ASDEX Upgrade.



Assessment of ion cyclotron antenna performance in ASDEX Upgrade using TOPICA / Ceccuzzi, S.; Braun, F.; Bobkov, V.; Cesario, R.; Krivska, A.; Maggiora, Riccardo; Milanesio, Daniele; Mirizzi, F.; Noterdaeme, J. M.; Ravera, G.; Tuccillo, A. A.; Zammuto, I.. - In: INTERNATIONAL JOURNAL OF APPLIED ELECTROMAGNETICS AND MECHANICS. - ISSN 1383-5416. - STAMPA. - 39:(2012), pp. 59-64. (Intervento presentato al  convegno 15th International Symposium on Applied Electromagnetics and Mechanics (ISEM) tenutosi a Naples, Italy nel 07-09 September 2011) [10.3233/JAE-2012-1443].
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				Abstract

				Nuclear fusion in magnetic confinement devices is one of the most challenging application fields for electromagnetics and mechanics. In particular antennas, charged with the task of handling and delivering high power to the plasma, have to operate in a harsh environment with very demanding thermal and mechanical requirements. Within this scenario, the use of tools able to efficiently predict the antenna behaviour is mandatory. In the present work, the TOrino Polytechnic Ion Cyclotron Antenna (TOPICA) code has been used to simulate the real 3D geometry of two launchers, generally operating at 30 MHz and presently installed on the ASDEX Upgrade tokamak. The working frequency belongs to the Ion-Cyclotron range of frequencies that was proven to achieve very efficient plasma heating. Antenna performances are presented in terms of coupled power and RF potentials for different realistic plasma scenarios taken from ASDEX Upgrade.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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