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The design of an Ion Cyclotron (IC) launcher is not only driven by its coupling properties, but also by its capability of maintaining low parallel electric fields in front of it, in order to provide good power transfer to plasma and to reduce the impurities production. However, due to the impossibility to verify the antenna performances before the starting of the operations, advanced numerical simulation tools are the only alternative to carry out a proper antenna design. With this in mind, it should be clear that the adoption of a code, such as TOPICA [1], able to precisely take into account a realistic antenna geometry and an accurate plasma description, is extremely important to achieve these goals. Because of the recently introduced features that allow to compute the electric field distribution everywhere inside the antenna enclosure and in the plasma column, the TOPICA code appears to be the only alternative to understand which elements may have a not negligible impact on the antenna design and then to suggest further optimizations in order to mitigate RF potentials. The present work documents the evaluation of the electric field map from actual antennas, like the Tore Supra Q5 and the JET A2 launchers, and the foreseen ITER IC antenna.



Advanced electric field computation for RF sheaths prediction with TOPICA / Milanesio, Daniele; Maggiora, Riccardo. - In: BULLETIN OF THE AMERICAN PHYSICAL SOCIETY. - ISSN 0003-0503. - 57:(2012). (Intervento presentato al  convegno 54th Annual Meeting of the Division of Plasma Physics tenutosi a Providence, Rhode Island, USA nel 29 October - 2 November, 2012).
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				Abstract

				The design of an Ion Cyclotron (IC) launcher is not only driven by its coupling properties, but also by its capability of maintaining low parallel electric fields in front of it, in order to provide good power transfer to plasma and to reduce the impurities production. However, due to the impossibility to verify the antenna performances before the starting of the operations, advanced numerical simulation tools are the only alternative to carry out a proper antenna design. With this in mind, it should be clear that the adoption of a code, such as TOPICA [1], able to precisely take into account a realistic antenna geometry and an accurate plasma description, is extremely important to achieve these goals. Because of the recently introduced features that allow to compute the electric field distribution everywhere inside the antenna enclosure and in the plasma column, the TOPICA code appears to be the only alternative to understand which elements may have a not negligible impact on the antenna design and then to suggest further optimizations in order to mitigate RF potentials. The present work documents the evaluation of the electric field map from actual antennas, like the Tore Supra Q5 and the JET A2 launchers, and the foreseen ITER IC antenna.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	[image: Logo CINECA]
	
 Copyright © 2024 

