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In this paper, we compare the performance of two different communication techniques for impulse radio ultra- wide-band (UWB) systems, which resort to impulsive modulations. These techniques can be applied in a short-range scenario where a central node synchronously communicates with several peripheral nodes. The first one is based on the pulse repetition according to the spreading factor value, whereas the second one relies on the cyclic prefix insertion and the detection in the frequency domain (FD). Since both techniques cause a throughput loss, they have to be compared both in terms of the performance and the maximum data rate that is afforded. An indoor scenario is considered, in which either low- or high-data-rate flows are synchronously transmitted by a central node in the presence of variable system loads. Lastly, alternative detection strategies are also taken into account, which are based on the partial knowledge of the channel parameters. The complexity analysis and simulation results show that the FD approach is effective for high data-rate transmission and in the presence of many data flows, whereas RAKE is more suitable in low-data-rate systems transmitting few data flows.
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				In this paper, we compare the performance of two different communication techniques for impulse radio ultra- wide-band (UWB) systems, which resort to impulsive modulations. These techniques can be applied in a short-range scenario where a central node synchronously communicates with several peripheral nodes. The first one is based on the pulse repetition according to the spreading factor value, whereas the second one relies on the cyclic prefix insertion and the detection in the frequency domain (FD). Since both techniques cause a throughput loss, they have to be compared both in terms of the performance and the maximum data rate that is afforded. An indoor scenario is considered, in which either low- or high-data-rate flows are synchronously transmitted by a central node in the presence of variable system loads. Lastly, alternative detection strategies are also taken into account, which are based on the partial knowledge of the channel parameters. The complexity analysis and simulation results show that the FD approach is effective for high data-rate transmission and in the presence of many data flows, whereas RAKE is more suitable in low-data-rate systems transmitting few data flows.
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					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.

				
					Annulla
					procedi
				

			

		

	


		
		
			
				Errore

										
			

								
				
					Errore

					

				

			

		

	
	





		
	

	


	
		Powered by IRIS	-	about IRIS	-	Utilizzo dei cookie	-	Privacy	

	
		





	[image: Logo CINECA]
	
 Copyright © 2024 

