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Streamflow at ungauged sites is often predicted by means of regional statistical procedures. The standard regional approaches do not preserve the information related to the hierarchy among gauged stations deriving from their location along the river network. However, this information is important when estimating runoff at a site located immediately upstream or downstream of a gauging station. We propose here a novel approach, referred to as the Along-Stream Estimation (ASE) method, to improve runoff estimation at ungauged sites. The ASE approach starts from the regional estimate at an ungauged (target) site, and corrects it based on regional and sample estimates of the same variable at a donor site, where sample data are available. A criterion to define the domain of application around each donor site of the ASE approach is proposed, and the uncertainty inherent in the estimates obtained is evaluated. This allows one to compare the variance of the along-stream estimates to that of other models that eventually become available for application (e.g. regional models), and thus to choose the most accurate method (or to combine different estimates). The ASE model was applied in the northwest of Italy in connection with an existing regional model for flood frequency analysis. The analysed variables are the first L-moments of the annual discharge maxima. The application demonstrates that the ASE approach can be used effectively to improve the regional estimates for the L-moment of order one (the index flood), particularly when the area ratio of a pair of donor–target basins is less than or equal to ten. However, in this case study, the method does not provide significant improvements to the estimation of higher-order L-moments.
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				Abstract

				Streamflow at ungauged sites is often predicted by means of regional statistical procedures. The standard regional approaches do not preserve the information related to the hierarchy among gauged stations deriving from their location along the river network. However, this information is important when estimating runoff at a site located immediately upstream or downstream of a gauging station. We propose here a novel approach, referred to as the Along-Stream Estimation (ASE) method, to improve runoff estimation at ungauged sites. The ASE approach starts from the regional estimate at an ungauged (target) site, and corrects it based on regional and sample estimates of the same variable at a donor site, where sample data are available. A criterion to define the domain of application around each donor site of the ASE approach is proposed, and the uncertainty inherent in the estimates obtained is evaluated. This allows one to compare the variance of the along-stream estimates to that of other models that eventually become available for application (e.g. regional models), and thus to choose the most accurate method (or to combine different estimates). The ASE model was applied in the northwest of Italy in connection with an existing regional model for flood frequency analysis. The analysed variables are the first L-moments of the annual discharge maxima. The application demonstrates that the ASE approach can be used effectively to improve the regional estimates for the L-moment of order one (the index flood), particularly when the area ratio of a pair of donor–target basins is less than or equal to ten. However, in this case study, the method does not provide significant improvements to the estimation of higher-order L-moments.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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