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The primary purpose of my PhD thesis was to develop design criteria and to verify procedures about fretting wear, that are applicable to crowned spline couplings of a power transmission system of the aeroengines.
Fretting is a very complex phenomenon being influenced by many factors, the most important being the presence or absence of lubrication, the load distribution (contact pressure) and the sliding between the bodies. Therefore, the study of fretting needs a deep knowledge of these three main aspects.
The first aspect of the problem was based on models and experimental tests considering specify specimens (crowned spline couplings) and imposed movements, so as to uniquely identify the working conditions (load and sliding), in order to facilitate the comparison between the experimental tests and the analytical models.
The analytical models have been validated with numerical simulations and by comparison with experimental data, that have been obtained by means of a dedicated test bench that has been designed and built.
Thanks to the test rig was possible to determinate the real contact pressure of two engaging teeth; in fact, it is one of the most important parameters affecting the fretting phenomenon, but it is very difficult to evaluate in a quantitative way, especially when considering components with complex geometries.
The second phase of this thesis was the development of a predictive model for crowned splined couplings. This model is based on the Ruiz first parameter.
The aim of my thesis is to demonstrate how this parameter may be correctly applied to a complex component as the crowned spline coupling, taking into account experimental and FEM validations.
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				The primary purpose of my PhD thesis was to develop design criteria and to verify procedures about fretting wear, that are applicable to crowned spline couplings of a power transmission system of the aeroengines.
Fretting is a very complex phenomenon being influenced by many factors, the most important being the presence or absence of lubrication, the load distribution (contact pressure) and the sliding between the bodies. Therefore, the study of fretting needs a deep knowledge of these three main aspects.
The first aspect of the problem was based on models and experimental tests considering specify specimens (crowned spline couplings) and imposed movements, so as to uniquely identify the working conditions (load and sliding), in order to facilitate the comparison between the experimental tests and the analytical models.
The analytical models have been validated with numerical simulations and by comparison with experimental data, that have been obtained by means of a dedicated test bench that has been designed and built.
Thanks to the test rig was possible to determinate the real contact pressure of two engaging teeth; in fact, it is one of the most important parameters affecting the fretting phenomenon, but it is very difficult to evaluate in a quantitative way, especially when considering components with complex geometries.
The second phase of this thesis was the development of a predictive model for crowned splined couplings. This model is based on the Ruiz first parameter.
The aim of my thesis is to demonstrate how this parameter may be correctly applied to a complex component as the crowned spline coupling, taking into account experimental and FEM validations.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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