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In this work, a Computational Fluid Dynamic methodology for the simulation of the charge formation process in Gasoline Direct Injection engines is presented. The aim of the work is to develop a methodology suitable in an industrial environment to drive and support the development process of  modern GDI engines. 

A big emphasis  is placed on the comparison of the proposed CFD models with experimental data obtained using a single-cylinder optical engine. 

Chapter 1 describes the working context and sets the aim of the work. After a brief recall of the theoretical background of CFD in chapter 2, an overview of the optical techniques interesting for Internal Combustion Engine applications is presented in chapter 3, and the basic principles of spray atomization theory are reviewed in chapter 4.

In chapter 5 the CFD simulations for the charge motion in-cylinder are described. Two different engines were investigated, and the effect of different turbulence models and numerical schemes are analyzed, comparing the results with optical experimental data. The standard k-eps model, together with the MARS numerical scheme, showed the better capability to reproduce the charge motion and turbulence pattern in-cylinder, and therefore they were used for the remaining part of the work.

In chapter 7 the injection model used  is discussed. Despite a traditional Lagrangian-Eulerian approach, the model presents an innovative procedure capable to reproduce also the liquid core. After that the effects of the use of the liquid core and a bi-component fuel are analyzed, the in-cylinder injection results for the two investigated engines are presented. The injection model shows its capability to correctly reproduce the spray shape and penetration in different operating conditions and for different injector types, using a reduced amount of calibration parameters.

Finally, chapter 8  presents some "diagnostic indexes" capable to resume the results of the CFD simulations in a reduced number of parameters. In particular, some indexes to assess the quality of the mixture and the wall impingement tendency are proposed, allowing to use the CFD simulations to address these crucial aspects in the choice of injector targeting and actuation strategy.

The proposed methodology allows to use CFD simulations to support the engine development process, and was successfully applied to many different spark ignited engines.
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				In this work, a Computational Fluid Dynamic methodology for the simulation of the charge formation process in Gasoline Direct Injection engines is presented. The aim of the work is to develop a methodology suitable in an industrial environment to drive and support the development process of  modern GDI engines. 

A big emphasis  is placed on the comparison of the proposed CFD models with experimental data obtained using a single-cylinder optical engine. 

Chapter 1 describes the working context and sets the aim of the work. After a brief recall of the theoretical background of CFD in chapter 2, an overview of the optical techniques interesting for Internal Combustion Engine applications is presented in chapter 3, and the basic principles of spray atomization theory are reviewed in chapter 4.

In chapter 5 the CFD simulations for the charge motion in-cylinder are described. Two different engines were investigated, and the effect of different turbulence models and numerical schemes are analyzed, comparing the results with optical experimental data. The standard k-eps model, together with the MARS numerical scheme, showed the better capability to reproduce the charge motion and turbulence pattern in-cylinder, and therefore they were used for the remaining part of the work.

In chapter 7 the injection model used  is discussed. Despite a traditional Lagrangian-Eulerian approach, the model presents an innovative procedure capable to reproduce also the liquid core. After that the effects of the use of the liquid core and a bi-component fuel are analyzed, the in-cylinder injection results for the two investigated engines are presented. The injection model shows its capability to correctly reproduce the spray shape and penetration in different operating conditions and for different injector types, using a reduced amount of calibration parameters.

Finally, chapter 8  presents some "diagnostic indexes" capable to resume the results of the CFD simulations in a reduced number of parameters. In particular, some indexes to assess the quality of the mixture and the wall impingement tendency are proposed, allowing to use the CFD simulations to address these crucial aspects in the choice of injector targeting and actuation strategy.

The proposed methodology allows to use CFD simulations to support the engine development process, and was successfully applied to many different spark ignited engines.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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