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Microbial fuel cells (MFCs) are bioelectrochemical systems able to generate electricity from wetland soils, including paddies, exploiting the microbial decomposition of organic matter. Additionally, MFCs can also be applied as a novel mitigation strategy for emissions of methane (CH4) from paddy fields. The MFC efficiency in reducing CH4 fluxes is still poorly understood, and it is here investigated via a one-dimensional process-based model that simulates the vertical and temporal dynamics of the chemical compounds affecting CH4 fate within paddy soil. The DOC oxidation rate of MFC is modeled assuming a zero-order kinetics proportional to the generated electricity and different anode depths and current densities are tested. By assuming current densities presently achieved in paddies, MFCs are able to reduce up to −27.9%, −16.7%, and −22.0% of daily minimum, daily maximum, and total CH4 emissions, respectively. Moreover, CH4 reductions are even higher (up to −28.1%, −24.1%, and −26.5%) if we assume 5% of the current density developed on laboratory acetate-fed MFC. The system shows a limiting effect of transport processes on the mitigation of CH4 emissions at high current density. In order to maximize the reduction of CH4 emissions, simulation results suggest to place the anode in the middle portion of the superficial layer of paddy soil. The findings demonstrate the need to further investigate and develop this new technology for field-scale applications.
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				Abstract

				Microbial fuel cells (MFCs) are bioelectrochemical systems able to generate electricity from wetland soils, including paddies, exploiting the microbial decomposition of organic matter. Additionally, MFCs can also be applied as a novel mitigation strategy for emissions of methane (CH4) from paddy fields. The MFC efficiency in reducing CH4 fluxes is still poorly understood, and it is here investigated via a one-dimensional process-based model that simulates the vertical and temporal dynamics of the chemical compounds affecting CH4 fate within paddy soil. The DOC oxidation rate of MFC is modeled assuming a zero-order kinetics proportional to the generated electricity and different anode depths and current densities are tested. By assuming current densities presently achieved in paddies, MFCs are able to reduce up to −27.9%, −16.7%, and −22.0% of daily minimum, daily maximum, and total CH4 emissions, respectively. Moreover, CH4 reductions are even higher (up to −28.1%, −24.1%, and −26.5%) if we assume 5% of the current density developed on laboratory acetate-fed MFC. The system shows a limiting effect of transport processes on the mitigation of CH4 emissions at high current density. In order to maximize the reduction of CH4 emissions, simulation results suggest to place the anode in the middle portion of the superficial layer of paddy soil. The findings demonstrate the need to further investigate and develop this new technology for field-scale applications.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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