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Wire Mesh Sensor (WMS), based on the measurement of the local instantaneous conductivity of the two-phase mixture, has been adopted to characterize the air-water flow in a test section consisting of a horizontal Plexiglas (transparent) pipe of internal diameter 19.5 mm and total length of about 6 m. The flow quality ranges from 0 to 0.73 and the superficial velocity ranges from 0.145 to 31.94 m/s for air and from 0.019 to 2.62 m/s for water; the pressure ranges from atmospheric pressure to 3.7 bar. The observed flow patterns are stratified-bubble-slug/plug-annular. The void fraction profiles are derived from the sensor signals and their evolution in time and space is analyzed and discussed; the dependence of the signals on the measured fluid dynamic quantities is discussed too



Horizontal air- water flow pattern recognition / DE SALVE, Mario; Monni, Grazia; Panella, Bruno. - STAMPA. - (2013), pp. 463-474. (Intervento presentato al  convegno 7th International Conference on Computational and Experimental Methods in Multiphase and Complex Flow, MPF 2013 tenutosi a A Coruna (Spain) nel 2013, 3-5 July) [10.2495/MPF130381].
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				Abstract

				Wire Mesh Sensor (WMS), based on the measurement of the local instantaneous conductivity of the two-phase mixture, has been adopted to characterize the air-water flow in a test section consisting of a horizontal Plexiglas (transparent) pipe of internal diameter 19.5 mm and total length of about 6 m. The flow quality ranges from 0 to 0.73 and the superficial velocity ranges from 0.145 to 31.94 m/s for air and from 0.019 to 2.62 m/s for water; the pressure ranges from atmospheric pressure to 3.7 bar. The observed flow patterns are stratified-bubble-slug/plug-annular. The void fraction profiles are derived from the sensor signals and their evolution in time and space is analyzed and discussed; the dependence of the signals on the measured fluid dynamic quantities is discussed too
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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