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3D detailed models derived from digital survey techniques has increasingly developed and focused in many field of application, ranging from the land and urban areas survey, using remote sensed data, to landscape assets and finally to Cultural Heritage items. The high detailed content and accuracy of such models makes them so attractive and usable for large sets of purposes. 
The present paper is focused on a test aimed to point clouds generation fulfilled by archaeological data; active and passive sensors techniques and related image matching systems have been used in order to evaluate and compare the accuracy of results, achievable using proper TLS and low cost image-matching software and techniques.
After a short review of approachable methods some attained results will be discussed; the test area consists of a set of mosaic floorings in a late roman domus located in Aquileia (UD-Italy) requesting a very high level of details and high scale and precision. The experimental section provides the descriptions of the applied tests in order to compare the different software and the employed methods.



Points clouds generation using TLS and dense-matching techniques. A test on approachable accuracies of different tools / Chiabrando, Filiberto; Spano', Antonia Teresa. - STAMPA. - Volume II-5/W1:(2013), pp. 67-72. (Intervento presentato al  convegno XXIV International CIPA Symposium tenutosi a Strasbourg nel 2–6 September 2013) [10.5194/isprsannals-II-5-W1-67-2013].





		
	




	
	
		
			
			
			
			
			
			
				
					
					
				
			
				
					
					
				
			
				
					
					
				
			
				
			
				
			
				
			
			
			
			
			
			Points clouds generation using TLS and dense-matching techniques. A test on approachable accuracies of different tools.
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				Abstract

				3D detailed models derived from digital survey techniques has increasingly developed and focused in many field of application, ranging from the land and urban areas survey, using remote sensed data, to landscape assets and finally to Cultural Heritage items. The high detailed content and accuracy of such models makes them so attractive and usable for large sets of purposes. 
The present paper is focused on a test aimed to point clouds generation fulfilled by archaeological data; active and passive sensors techniques and related image matching systems have been used in order to evaluate and compare the accuracy of results, achievable using proper TLS and low cost image-matching software and techniques.
After a short review of approachable methods some attained results will be discussed; the test area consists of a set of mosaic floorings in a late roman domus located in Aquileia (UD-Italy) requesting a very high level of details and high scale and precision. The experimental section provides the descriptions of the applied tests in order to compare the different software and the employed methods.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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