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A novel method is proposed for studying kinetics and overall activity of water oxidation (WO) catalysts using a bubbling reactor, where oxygen concentration is measured simultaneously in the liquid and in the gaseous phase. Total oxygen evolution is obtained from direct integration. The actual rate of oxygen formation as a function of time, RO2(t) not accessible to direct measurement with batch reactors, is calculated from raw data through a simple but comprehensive mathematical model, taking into account mass transfer phenomena occurring in the system. Data concerning the activity of a nanostructured Co3O4 catalyst dispersed on a mesoporous silica (MSU-H), in the presence of tris(2,2’-bipyridyl)Ruthenium [Ru(bpy)3]2+ as sensitizer and Na2S2O8 as sacrificial reactant, are used to illustrate data processing. Behaviour of the system is complicated by the occurrence, besides WO reaction, of the degradation of the sensitizer. Increase of sweeping gas flow increases RO2(t), by decreasing diffusional limitations to the reactions in the system: conditions for minimizing those were established. Data reported show that the assumption generally made of equilibrium between gaseous and liquid phase through Henry’s law is incorrect, the more so the smaller the apparent mass transfer coefficient, kLa. An additional reason for removing oxygen from the liquid phase through bubbling is the occurrence of a parasitic reaction of molecular oxygen with the sensitizer. The method seems to yield reliable values of both  kLa and the set of RO2(t) values: the former scales with the flow of sweeping gas, as expected; RO2(t) curves are in qualitative agreement with accepted reaction mechanisms. Results concerning RO2(t) lend support to our previous kinetic studies (M. Armandi et. al., ACS Catal. 2013, 3, 1272) where the reaction rate was assumed as constant for the first ~ 15 min. Availability of RO2(t) data not too biased by diffusional limitations opens the way to realistic studies of the kinetic features of WO heterogeneous reactions, in the present case as well as in many others.
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				A novel method is proposed for studying kinetics and overall activity of water oxidation (WO) catalysts using a bubbling reactor, where oxygen concentration is measured simultaneously in the liquid and in the gaseous phase. Total oxygen evolution is obtained from direct integration. The actual rate of oxygen formation as a function of time, RO2(t) not accessible to direct measurement with batch reactors, is calculated from raw data through a simple but comprehensive mathematical model, taking into account mass transfer phenomena occurring in the system. Data concerning the activity of a nanostructured Co3O4 catalyst dispersed on a mesoporous silica (MSU-H), in the presence of tris(2,2’-bipyridyl)Ruthenium [Ru(bpy)3]2+ as sensitizer and Na2S2O8 as sacrificial reactant, are used to illustrate data processing. Behaviour of the system is complicated by the occurrence, besides WO reaction, of the degradation of the sensitizer. Increase of sweeping gas flow increases RO2(t), by decreasing diffusional limitations to the reactions in the system: conditions for minimizing those were established. Data reported show that the assumption generally made of equilibrium between gaseous and liquid phase through Henry’s law is incorrect, the more so the smaller the apparent mass transfer coefficient, kLa. An additional reason for removing oxygen from the liquid phase through bubbling is the occurrence of a parasitic reaction of molecular oxygen with the sensitizer. The method seems to yield reliable values of both  kLa and the set of RO2(t) values: the former scales with the flow of sweeping gas, as expected; RO2(t) curves are in qualitative agreement with accepted reaction mechanisms. Results concerning RO2(t) lend support to our previous kinetic studies (M. Armandi et. al., ACS Catal. 2013, 3, 1272) where the reaction rate was assumed as constant for the first ~ 15 min. Availability of RO2(t) data not too biased by diffusional limitations opens the way to realistic studies of the kinetic features of WO heterogeneous reactions, in the present case as well as in many others.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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