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A novel method to simulate ion cyclotron wave coupling in the edge of a tokamak plasma with the finite element technique is presented. It is applied in the commercial software COMSOL Multiphysics. Its main features include the perfectly matched layer (PML) technique to emulate radiating boundary conditions beyond a critical cutoff layer for the fast wave (FW), full-wave propagation across the inhomogeneous cold peripheral plasma and a detailed description of the wave launcher geometry. The PML technique, while widely used in numerical simulations of wave propagation, has scarcely been used for magnetized plasmas, due to specificities of this gyrotropic material. A versatile PML formulation, valid for full dielectric tensors, is summarized and interpreted as wave propagation in an artificial medium. The behavior of this technique has been checked for plane waves on homogeneous plasmas. Wave reflection has been quantified and compared to analytical predictions. An incompatibility issue for adapting the PML for forward (FW) and backward (slow wave (SW)) propagating waves simultaneously has been evidenced. In a tokamak plasma, this critical issue is overcome by taking advantage of the inhomogeneous density profile to reflect the SW before it reaches the PML. The simulated coupling properties of a Tore Supra ion cyclotron resonance heating (ICRH) antenna have been compared to experimental values in a situation of good single-pass absorption. The necessary antenna elements to include in the geometry to recover the coupling properties obtained experimentally are also discussed.
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				Abstract

				A novel method to simulate ion cyclotron wave coupling in the edge of a tokamak plasma with the finite element technique is presented. It is applied in the commercial software COMSOL Multiphysics. Its main features include the perfectly matched layer (PML) technique to emulate radiating boundary conditions beyond a critical cutoff layer for the fast wave (FW), full-wave propagation across the inhomogeneous cold peripheral plasma and a detailed description of the wave launcher geometry. The PML technique, while widely used in numerical simulations of wave propagation, has scarcely been used for magnetized plasmas, due to specificities of this gyrotropic material. A versatile PML formulation, valid for full dielectric tensors, is summarized and interpreted as wave propagation in an artificial medium. The behavior of this technique has been checked for plane waves on homogeneous plasmas. Wave reflection has been quantified and compared to analytical predictions. An incompatibility issue for adapting the PML for forward (FW) and backward (slow wave (SW)) propagating waves simultaneously has been evidenced. In a tokamak plasma, this critical issue is overcome by taking advantage of the inhomogeneous density profile to reflect the SW before it reaches the PML. The simulated coupling properties of a Tore Supra ion cyclotron resonance heating (ICRH) antenna have been compared to experimental values in a situation of good single-pass absorption. The necessary antenna elements to include in the geometry to recover the coupling properties obtained experimentally are also discussed.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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