Attenzione: i dati modificati non sono ancora stati salvati. Per confermare inserimenti o cancellazioni di voci è necessario confermare con il tasto SALVA/INSERISCI in fondo alla pagina









	


	
	



	
	
	
	
	
		
		
		
		

		
	
	
	
	





	




	
		
			[image: IRIS]
		
		
			[image: IRIS]
		
		
			
		
		
			

				
					Home
				
	
					
						Sfoglia
					
						Macrotipologie
& tipologie
							

						Autore
						Titolo
						Riviste
						Serie
						

				


			
				
					
					
				

			

				
					
						IT
					
						[image: Italiano] Italiano
						[image: English] English
							

				
	
					












	LOGIN


		

	






				
					
						
  
    [image: Logo Politecnico di Torino]
    [image: Logo Politecnico di Torino]
  


PORTO @ [image: ] Archivio Istituzionale della Ricerca


				

			

		
		




			
	        	
	
			IRIS
	Catalogo POLITO
	4 Contributo in Atti di Convegno (Proceeding)
	4.3 Poster


	



















































	
	
		
		
	









INTRODUCTION
The design of a composite material like Polymethylmethacrylate (PMMA) bone cement loaded with a bioactive and ferrimagnetic glass-ceramic is very useful against the development and proliferation of bone tumors. This biomaterial produces heat by magnetic hysteresis loss due to presence of magnetite (Fe3O4) inside the glass-ceramic phase1 and so it can be used in hyperthermia treatment. Moreover, the bioactive component of the glass-ceramic confers osteointegration property at the material. The aim of the present work is the synthesis and characterization of a composite cement in which the disperse phase is a glass ceramic (SC45) with magnetic property, embedded in a polymeric (PMMA) matrix.
EXPERIMENTAL METHODS
The SC45 powders, (see1 for the chemical composition) sieved below 20 micron, were mixed in different amounts (10, 15, 20% wt) with the polymeric solid phase of a commercial bone cement (Palamed®MV). The mixed powders and the liquid monomer were manually mixed for two minutes and subsequently put inside a mold, obtaining the composite cements. P10, P15, P20. Furthermore commercial cements were prepared as control. The characterizations were developed for all formulations proposed as described below.
Mechanical testing of cement samples
The compressive strength of the cement were evaluated according to standard ISO 5833 procedure. For each formulation 6 samples were tested.
Calorimetric measurements
The heat generation was measured with an induction furnace at fixed frequency and alternate electromagnetic field. The samples were placed in a test tube containing 10 ml of distilled water. The increase of temperature that occurred following the heat transfer from the magnetic phase of the composite to water was measured with a thermocouple.
SEM and EDS analysis before and after bioactivity test
SEM-EDS analyses were carried out to evaluate the morphology and composition of the samples.
RESULTS AND DISCUSSION
The compression strength of the composites depends from the amount of glass-ceramic phase; nevertheless the reached values satisfy the ISO requirements ( >70 MPa).
Calorimetric tests show a maximum increasing temperature of 40°C that respect the limit imposed by hyperthermia therapy.
CONCLUSION
The preliminary experimental tests demonstrated a good mechanical properties and a good osteointegration. The calorimetric test evidenced a range of temperature adapted to biological environment.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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