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Thanks to their flexibility, FPGAs are nowadays widely used to implement digital systems' prototypes and, more frequently, their final releases. Reconfiguration traditionally required an external controller to upload contents in the FPGA. Dynamic Partial Reconfiguration (DPR) opens new horizons in FPGAs' applications, providing many new utilization paradigms, as it enables an FPGA to reconfigure itself: no external controller is required since it can be included in the FPGA. However, DPR also introduces reliability issues related to errors in the partial reconfiguration bitstreams. FPGA manufacturers currently provide solutions that are not efficient. In this paper new DfD (Design for Dependability) techniques are proposed. Exploiting information density of configuration data, they improve the performance while providing the same reliability characteristics as the previous ones.



Dependable Dynamic Partial Reconfiguration with minimal area & time overheads on Xilinx FPGAS / DI CARLO, Stefano; Gambardella, Giulio; Indaco, Marco; Prinetto, Paolo Ernesto; Rolfo, Daniele; Trotta, Pascal. - STAMPA. - (2013), pp. 1-4. (Intervento presentato al  convegno 23rd International Conference on Field programmable Logic and Applications (FPL) tenutosi a Porto, PT nel 2-4 Sept., 2013) [10.1109/FPL.2013.6645549].
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				Abstract

				Thanks to their flexibility, FPGAs are nowadays widely used to implement digital systems' prototypes and, more frequently, their final releases. Reconfiguration traditionally required an external controller to upload contents in the FPGA. Dynamic Partial Reconfiguration (DPR) opens new horizons in FPGAs' applications, providing many new utilization paradigms, as it enables an FPGA to reconfigure itself: no external controller is required since it can be included in the FPGA. However, DPR also introduces reliability issues related to errors in the partial reconfiguration bitstreams. FPGA manufacturers currently provide solutions that are not efficient. In this paper new DfD (Design for Dependability) techniques are proposed. Exploiting information density of configuration data, they improve the performance while providing the same reliability characteristics as the previous ones.
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					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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