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Acoustic Emission (AE) is a promising non-destructive monitoring technique to investigate the damage location and to evaluate the structural health conditions. Based on the tests performed on a masonry bridge, three ingredients sensor distribution, onset time determination and degree of inhomogeneity affecting the accuracy of AE localization are discussed. The test result shows a reasonable sensor arrangement is of great importance for the localization capability. The highest accuracy can be achieved for damage sources localized among the sensor distributions. Distances of sources far from the sensor network are less accurate. Onset time determination of an AE signal is another important factor in this technique. A widely used approach, based on the Akaike Information Criterion (AIC), is confirmed to provide more reliable onset time determination of AE signals. Moreover, the inhomogeneity of the test object may lead to errors in the ultrasonic wave travelling model. Different-scale fluctuations and structure variations in the composite structure can result in random variations of the propagation velocity and systematic errors. A new proposed parameter, the degree of inhomogeneity ξ, introduced into the classical method, can effectively decrease the crack localization unavoidable errors due to inhomogeneities in masonry material.



Accuracy of Acoustic Emission Localization for Masonry Structures Monitoring / Jie, Xu; Qinghua, Han; Lacidogna, Giuseppe; Carpinteri, Alberto. - ELETTRONICO. - (2013), p. 131. (Intervento presentato al  convegno Proceedings of the 13th International Conference on Fracture (ICF13) tenutosi a Beijin nel 16-21 Giugno 2013).
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				Abstract

				Acoustic Emission (AE) is a promising non-destructive monitoring technique to investigate the damage location and to evaluate the structural health conditions. Based on the tests performed on a masonry bridge, three ingredients sensor distribution, onset time determination and degree of inhomogeneity affecting the accuracy of AE localization are discussed. The test result shows a reasonable sensor arrangement is of great importance for the localization capability. The highest accuracy can be achieved for damage sources localized among the sensor distributions. Distances of sources far from the sensor network are less accurate. Onset time determination of an AE signal is another important factor in this technique. A widely used approach, based on the Akaike Information Criterion (AIC), is confirmed to provide more reliable onset time determination of AE signals. Moreover, the inhomogeneity of the test object may lead to errors in the ultrasonic wave travelling model. Different-scale fluctuations and structure variations in the composite structure can result in random variations of the propagation velocity and systematic errors. A new proposed parameter, the degree of inhomogeneity ξ, introduced into the classical method, can effectively decrease the crack localization unavoidable errors due to inhomogeneities in masonry material.
			
		

	
		
		
	Scheda breve
	Scheda completa
	Scheda completa (DC)
	
	


		
		
			
				

















































	
	
	




















	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
						
						



























	
	
	Anno del prodotto
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			2013
		
		
		
		
	



					
				
				
			
		
	
		
		
		
		
		
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
			
			
			
				
					
				
				
			
		
	
		
		
		
		
		
		
	
	
	
		
		



























	
	
	Appare nelle tipologie
	
	
    	
        
        	
			
        
    
	
	


	
		
			
			4.1 Contributo in Atti di convegno
		
		
		
		
	



	






			

		

	


	


	
		























		File in questo prodotto:



	
	
	
	
	
	
    
	
	
	
	
	
	
		
			
				
			
		
		
	
	
	
	
		
			Non ci sono file associati a questo prodotto.

		
		
	





	
	
	









	
		
			
			
			



















	
		
		
	
	
	
	


	Pubblicazioni consigliate


	
		
		
			
				
				
				

			
			

		
	
	




			
		
	

	
		
		
			
			
				I documenti in IRIS sono protetti da copyright e tutti i diritti sono riservati, salvo diversa indicazione.

			
		
	




	






















	

	
		
			
		    	
			      	 Informazioni
			    

			    
			    	
			        	










	
		
		
			
			Utilizza questo identificativo per citare o creare un link a questo documento: https://hdl.handle.net/11583/2519081
			
		
	
	
	

			      	

			    

			

		

	


	
	
	
		
			
			
				





















	
	 Attenzione

	
	










	
		
		
			
			
			Attenzione! I dati visualizzati non sono stati sottoposti a validazione da parte dell'ateneo

		
	
	
	



			
		
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
		
		
		
	
	
		
		
	
	
	
	
	





    


























	
		
			
				
					
						Conferma cancellazione
						
					
				

				
					
				
			

			
				Sei sicuro che questo prodotto debba essere cancellato?

			

			
				
					
						
							
							Chiudi
						
					
				
				
				
						
						
							Elimina
							
						
					
				
			

		

	




	
    
    
				





	
		
			
				
					simulazione ASN

					
				

				
					Il report seguente simula gli indicatori relativi alla propria produzione scientifica in relazione alle soglie ASN 2023-2025 del proprio SC/SSD. Si ricorda che il superamento dei valori soglia (almeno 2 su 3) è requisito necessario ma non sufficiente al conseguimento dell'abilitazione.
La simulazione si basa sui dati IRIS e sugli indicatori bibliometrici alla data indicata e non tiene conto di eventuali periodi di congedo obbligatorio, che in sede di domanda ASN danno diritto a incrementi percentuali dei valori. La simulazione può differire dall'esito di un’eventuale domanda ASN sia per errori di catalogazione e/o dati mancanti in IRIS, sia per la variabilità dei dati bibliometrici nel tempo. Si consideri che Anvur calcola i valori degli indicatori all'ultima data utile per la presentazione delle domande.

La presente simulazione è stata realizzata sulla base delle specifiche raccolte sul tavolo ER del Focus Group IRIS coordinato dall’Università di Modena e Reggio Emilia e delle regole riportate nel DM 589/2018 e allegata Tabella A. Cineca, l’Università di Modena e Reggio Emilia e il Focus Group IRIS non si assumono alcuna responsabilità in merito all’uso che il diretto interessato o terzi faranno della simulazione. Si specifica inoltre che la simulazione contiene calcoli effettuati con dati e algoritmi di pubblico dominio e deve quindi essere considerata come un mero ausilio al calcolo svolgibile manualmente o con strumenti equivalenti.
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